
STATE OF UTAH
DIVTSION OF WATER QUALITY

DEPARTMENT OF ENVIRONMENTAL QUALITY
SALT LAKE CITY, UTAH

UTAH POLLUTANT DISCHARGE ELIMINATION SYSTEM (UPDES) PERMITS

Major Municipal Permit No. UT0025348
Biosolids Permit No. UTL025348

Storm Water Permit No. UTR000000

In compliance with provisions of the Utah llater Quality Act, Title 19, Chapter 5, (Jtah Code Annotated
("UCA") 1953, as ømended (the "Act'),

ASHLEY VIT,T.ny WATER REcLAMATIoN FIcu,ITy

is hereby authorized to discharge from its wastewater treatment facility to receiving waters named
ASHIoy CREEK,

to dispose of biosolids,

and to discharge storm water,

in accordance with specific limitations, outfalls, and other conditions set forth herein.

This permit shall become effective on December 1,2016

This permit expires at midnight on November 30,2021.

Signed tni,,&vof Novembe r, 2o16.

Ann Lamb
Acting Director
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PART I
DISCHARGE PERMIT NO. UTOO25348

WASTEWATER

A. Description of Discharge Points. The authorizationto discharge wastewater provided under

tfrir purt is limited to those outfalls specifically designated below as discharge locations.

Disciarges at any location not authorized under a UPDES permit are violations of the Act and

may be subject to penalties wder the Acl. Knowingly discharging from an unauthorized

location orlailingìo report an unauthorized discharge may be subject to criminal penalties as

provided wder the Acl.

Outfall
001

Descrintion of Discharse Point

Located at latitude 40o25'34- and longitude 109"27'26". The discharge

is through a 3O-inch diameter gravity flow pipe leading from the

cascade aeration basin to an unnamed ditch and hence to Ashley creek.

B Narrative Standard. It shall be unlawful, and aviolation of this permit, for the permittee to

air"nu.g" or place any waste or other substance in such away as will be or may become

offensive s.,"h a, unnatural deposits, floating debris, oil, scum, or other nuisances such as

color, odor or taste, or cause conditions which produce undesirable aquatic life or which

produce objectionable tastes in edible aquatic organisms; or result in concentrations or

äombinatiois of substances which produce undesirable physiological responses in desirable

resident fish, or other desirable aquatic life, or undesirable human health effects, as

determined by a bioassay or other tests performed in accordance with standard procedures.

Specific Limitations and Self-Monitoring Requirements.

L -bffective immediately, and lasting through the lifc uf this permit, there shall bc no

chronic toxicity in Outfall 001 as defined in Part VIII, and determined by test procedures

described in Part I.C.a of this permit.

Effective immediately and lasting the duration of this permit, the permittee is

authorized to discharge from Outfall 001. Such discharges shall be limited and

monitored by the permittee as specified below:

C

2.
a.
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PART I
DISCHARGE PERMIT NO. UTOO25348

\ryASTEWATER

Parameter

Effluent Limitations *a

Maximum
Monthly

Avs

Maximum
Weekly

Avg

Yearly
Average

Daily
Minimum

Daily
Maximum

Total Flow 4.7
BOD5, mg/L

BOD5 N4in.Yo Removal
25
85

35

TSS, mg/L
TSS Min. %o Removal

25
85

35

Dissolved Oxysen. ms/L 5.5

Total Ammonia (as N), mgll,
Summer (Jul-Sep)

Fall (Oct-Dec)
Winter (Jan-Mar)
Sprine (Apr-Jun)

2.8
4.1

5.8
3.9

10.7
tl.6
19.4
I 1.6

E. coli,No./l00mL 126 157
WET, Chronic Biomonitorins ICzs > 63.4%

Oil & Grease,ms/L 10.0
pH, Standard Units 6.5 9

TDS, mell- 760

a-L-



Self- and *a

UnitsSample TypeFrequencyParameter
Recorder MGDContinuousTotal Flow *b, *c

me/L
ms,/L

Composite
Composite

2 x Week
2 x Week

BODs,Influent *d

Effluent
me/L
me/L

Composite
Composite

2 x Week
2 x Week

TSS, Influent *d

Effluent
Grab No./100mL2 x WeekE, coli

SUGrab5 x WeekpH
me/LComposite2 x WeekTotal Ammonia (as N)
ms,/LGrab5 x WeekDO
ms/LGrabMonthlySelenium

Pass/Fail
Pass/Fail

Composite
Composite

l" & 3'd Quarter
2"d & 4'h Quarter

WET - Biomonitoring
Ceriodaphnia - Chronic

Fathead Minnows - Chroniu
ms,/LGrabWhen Sheen is ObservedOil & Grease *e

ms/LCompositeMonthly
Orthophosphate, (as P) *f

Effluent

Composite
Composite

mg/L
ms/L

Monthly
Monthly

Phosphorus, Total, *f
Influent
Effluent

múL
me/L

Composite
Composite

Monthly
Monthly

Total Kjeldahl Nitrogen,
TKN (as N) *f

Influent
Effluent

Composite mdLMonthlyNitrate, NO3 *f
ms/LCompositeMonthlyNitrite, NO2 *f
mslLCompositeMonthlyTDS, mg/L
mg/L
me/L

Composite
Composite

2xYear
2xYear

Metals,Influent
EffÌuent

ms/LGrabAnnuallyOrganic Toxics

*a

*b

{'c

*d

{'g

{.f

PART I
DISCHARGE PERMIT NO. UTOO25348

WASTEWATER

See Definitions, Part VIII,for definition of terms.

Flow measurements of influenleffluent volume shall be made in such a manner that the

permittee can affirmatively demonstrate that representative values are being obtained.

If the rate of discharge is controlletl, the rate and duration of discharge shall bc rcported.

In addition to monitoring the final discharge, influent samples shall be taken and

analyzed for this constituent at the same frequency as required for this constituent in the

discharge.

Oil & Grease sampled when sheen is present or visible. If no sheen is present or visible, report

NA.

These reflect changes required with the adoption of UCA R3 1 7- I -3 .3, Technology-based

Phosphorus Effluent Limit rule.

-3 -



PART I
DISCHARGE PERMIT NO. UTOO25348

WASTEWATER

Whole EffIuent Testing - Chronic Toxicity. Starting on January 1,2017, the
permittee shall quarterly, conduct chronic short-term toxicity tests on a composite
sample of the final effluent. The sample shall be collected at outfall00l.

The monitoring frequency shall be quarterly. Samples shall be collected on a two-
day progression; i.e., if the first sample is on a Monday, during the next sampling
period, sampling shall be on a Wednesday. If chronic toxicity is detected, the test
shall be repeated in less than four weeks from the date the initial sample was taken.
The need for any additional samples, andlor a Toxicity Reduction Evaluation (TRE),
shall be determined by the Director. If the second test shows no chronic toxicity,
routine monitoring shall be resumed.

The chronic toxicity tests shall be conducted in general accordance with the
procedures set out in the latest revision of Short-Term Methods for Estimating the
chronic Toxicity of Effluents and Receiving water to Freshwater organisms, 4'h
Edition, (EPA-821-R-02-13), october 2002 as per 40 cFR r36.3(a) TABLE LA-LIST
oF APPROVED BIOLÛGICAL METH)DS. Test species shall consist of
Ceriodaphnia dubia and Pimephales promelas (fathead minnow).

chronic toxicity occurs when the ICz: < 63.4% effluent. A five dilution static
renewal test is required, unless an alternative testing procedure is approved by the
Director. If any of the acceptable control performance criteria are nòt met, the test
shall be considered invalid. IC25 is the inhibition concentration of toxicant (given in
% effluent) that would cause a 25Yo reduction in mean young per female, or a25%o
reduction in overall growth for the test populations.

Quarterly test results shall be reported along with the monthly Discharge Monitoring
Report (DMR) for the month in which the quarter ended (e.g., biomonitoring results
for the calendar quarter ending March 31 shall be reported with the DMR due April
28, with the remaining biomonitoring reports submitted with DMRs due each July
28, october 28, and January 2s). All test results shall be reported along with the
DMR submitted for that reporting period. The format for the report shall be
consistent with the latest revision of the Region VIII Guidance for Chronic Whole
Effluent Reporting and shall include all the physical testing as specified.

If the results for a minimum of ten consecutive tests indicate no chronic toxicity, the
permittee may request a reduction in testing frequency and/or reduction to one
species. The Director may approve, partially approve, or deny the request based on
results and other available information. If approval is given, the modification will
take place without a public notice. This paragraph shall only apply if reductions in
testing frequency and or alternating species or reduction to onè ipecies can be made.
Major facilities are required to complete WET testing at a minimum of quarterly.

The current utah whole effluent toxicity (wET) policy is in the process of being
updated and revised to assure its consistency with the Environmental Protection
Agency's national and regional wET policy. when said revised wET policy has
been finalized and officially adopted, this permit will be reopened and modified to
incorporate satisfactory follow-up chronic toxicity language (chronic pattern of
toxicity, PTI and/or TIE/TRE, etc.) without a public notice, as warranted and
appropriate.

-4-
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PART I
DISCHARGE PERMIT NO. UTOO25348

\ilASTEWATER

b. Toxicity Reduction Evaluation gRE). If toxicity is detected during the life of this

permit and it is determined by the Director that a TRE is necessary, the permittee

ittatt U" so notified and shall initiate a TRE immediately thereafter. The purpose of
the TRE will be to establish the cause of toxicity, locate the source(s) of the toxicity,

and control or provide treatment for the toxicity'

A TRE may include but is not limited to one, allo or a combination of the following:

(l) Phase I - Toxicity Characterization

(2) Phase II - Toxicity Identification Procedures

(3) Phase III - Toxicity Control Procedures

(4) Any other appropriate procedures for toxicity source elimination and control.

If the TRE establishes that the toxicity cannot be immediately eliminated, the

permittee shall submit a proposed compliance plan to the Director. The plan

ihall include the proposed approach to control toxicity and a proposed

compliance schedule for achieving control. If the approach and schedule are

acceptable to the Director, this permit may be reopened and modified.

If the TRE shows that the toxicity is caused by a toxicant(s) that may be

controlled with specific numerical limitations, the permittee may:

(a) Submit an alternative control program for compliance with the numerical

requirements.

(b) If necessary, provide a modified biomonitoring protocol, which

compensates for the pollutant(s) being controlled numerically'

If acceptable to the Director, this permit may be reopened and modified to

incorporate any additional numerical limitations, a modified compliance

schedule ifjudged necessary by the Director, and/or a modified

biomonitoring Protocol.

Failure to conduct an adequate TRE, or failure to submit a plan or program as

described above, or the submittal of a plan or program judged inadequate by

the Director, shall be considered a violation of this permit'

D. Reporting of Monitoring Results.

Reporting of Wastewater Monitoring Results Monitoring results obtained during the

pt*io*¡¡onth shall be summarizedfor each month and reported on a Di'scharge

il4onitoring Report Form (EPA No. 3320-1)* or by NetDMR, post-marked or entered into

NetDMR no laier than the 28ú day of the month following the completed reporting

period. Ifno discharge occurs during the reporting period, "no discharge" shall be

ieported. Legible 
"opi"r 

of these, and all other reports including whole effluent toxicity

* Starting January 1,2017 monitoring results must be submitted using NetDMR unless the permiftee has

successfully petitioned for an exception.
-5-



PART I
DISCHARGE PERMIT NO. UTOO25348

\ryASTEWATER

(WET) test reports required herein, shall be signed and certified in accordance with the
requirements of signatory Requirements (see Part YII.G), and submitted by NetDMR, or
to the Division of Water Quality at the following address:

Department of Environmental Quality
Division of Water Quality
PO Box 144870
Salt Lake Ciry, Utah B4tl4-4970

-6-



PART II
DISCHARGE PERMIT NO. UTOO25348

PRETREATMENT

II. INDUSTRIAL PRETREATMENT PROGRAM

A. Definitions.
For this section the following definitions shall apply:

1. Indirect Discharge means the introduction of pollutants into a POTV/ from any

non-domestic source regulated under section 307 (b), (c) or (d) of the Act.

2. Local Limit is defined as a limit designed to prevent pass through and/or

interference. And is developed in accordance with 40 CFR 403.5(c).

3. Significant industrial user (SIU) is defined as an industrial user discharging to a

p,tbli.ly-o*ned treatment works (POTW) that satisfies any of the following:

a. Has a process wastewater flow of 25,000 gallons or more per average work

duy;

b. Has a flow greater than five percent of the flow carried by the municipal

system receiving the waste;

c. Is subject to Categorical Pretreatment Standards, or

d. Has a reasonable potential for adversely affecting the POTV/'s operation or for

violating any pretreatment standard or requirement.

4. User or Industrial user means a source of Indirect Discharge

B. Self-Monitoring and Reportine Requirements.

l. Because the design capacity of this municipal wastewater treatment facility is less

than 5 MGD, the permittee will not be required to develop a State-approved

industrial pretreatment program at this time. However, in order to determine if
development of an industrial pretreatment program is warranted, the permittee

shall cónduct an industrial waste survey (IWS), as described in Part II'C.1, and

submit it to the Division of V/ater Quality within sixty (60) calendar days of the

effective date of this Permit'

2. The permittee shall sample and analyze both the influent and effluent 2 x year, for

the parameters listed in the Monitoring for Pretreatment Program Table. The total

toxic organics (TTOs) shall be sampled annually.

-7 -
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PART II
DISCHARGE PERMIT NO. UTOO25348

PRETREATMENT

The minimum detection limit (MDL) of the test method used for analysis must be below
this limit, if a test method is not available the permittee must submit documentation to the
Director regarding the method that will be used.

In addition, the permittee shall analyze the treatment facility influent and effluent for the
presence of the toxic pollutants listed in 40 CFF. 122 Appendix D Table II (Organic
Toxic Pollutants). The pesticides fraction of Appendix D, Table II is suspended unless
pesticides are expected to be present.

C. Industrial'Wastes.

1. The "Industrial waste survey" as required by part II.B. r . consists of;

a. Identifying each industrial user (IU) and determining if the IU is a
signification industrial user (SIU),

b. Determination of the qualitative and quantitative characteristics of each
discharge, and

c. Appropriate production data.

The IWS must be maintained and updated with IU information as necessary, to
ensure that all IUs are properly permitted and/or controlled at all times. Updates
must be submitted to the Director sixty (60) days following a change to the IWS.

Evaluate all significant industrial users at least once every two years to determine
if they need to develop a slug prevention plan. If a slug prevention plan is
required, the permittee shall notift the Director.

-8-
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3

Monitoring for Pretreatment Program
Parameter MDL a* Sample Type Frequency Units

Total Arsenic 0.1 578

Composite

2xYear
mglL

Total Cadmium 0.0011
Total Chromium 0.0139

Total Copper 0.0467
Total Lead 0.0291

Total Cyanide 0.008 Grab
Total Mercury 0.000019 CompositelGrab

Total Molybdenum NA

Composite

Total Nickel 265
Total Selenium 0.0048

Total Silver 0.0529
TotalZinc 0.4958
TTOs, b* NA Composite/Grab Annually
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PART II
DISCHARGE PERMIT NO. UTOO25348

PRETREATMENT

4. Notify all signif,rcant industrial users of their obligation to comply with applicable

requirements under Subtitles C ond D of the Resource Conservation and Recovery

Act (RCRA).

5. The permittee must notiff the Director of any new introductions by new or

existing SIUs or any substantial change in pollutants from any major industrial

,o*"". Such notice must contain the information described in f . in this section,

and be forwarded no later than sixty (60) days following the introduction or

change.

General and Specific Prohibitions.
t¡" ggft.tut piohibitions and the specific prohibitions apply to each User introducing

pollutants into a POTW whether or not the User is subject to other Pretreatment

Standards or any national, State or local Pretreatment Requirements.

1. General prohibition Standards A User may not introduce into a POTV/ any

pollutant(s) which cause Pass Through or Interference, UAC R3l7-8-8'5 (1).

2. Specific Prohibited Standards Developed pursuant to Section 307 of The Water

Øatity Act of l987and UAC R317-8-8.5 (3) requires that under no circumstances

rtrutl th. permittee allow introduction of the following pollutants into the waste

treatment system from anY User:

a. pollutants which create a fire or explosion hazard in the publicly owned

treatment works (POTV/), including, but not limited to, wastestreams with a

closed cup flashpoint of less than 140'F (60'C);

b. Pollutants, which will cause corrosive structural damage to the POTW, but in

no case, discharges with a pH lower than 5.0;

c. Solid or viscous pollutants in amounts which will cause obstruction to the

flow in the POTW resulting in interference;

d. Any pollutant, including oxygen demanding pollutants (BOD, etc.) released in

a disõharge at such volume or strength as to cause interference in the POTW;

e. Heat in amounts, which will inhibit biological activity in the POTW, resulting

in interference, but in no case, heat in such quantities that the influent to the

sewage treatment works exceeds 104'F (a0'C);

f. petroleum oil, nonbiodegradable cutting oil, or products of mineral oil origin

in amounts that will cause interference or pass through;

g. pollutants which result in the presence of toxic gases, vapor, or fumes within

the pOTW in a quantity that may cause worker health or safety problems; or,

-9-



PART II
DISCHARGE PERMIT NO. UTOO25348

PRETREATMENT

h. Any trucked or hauled pollutants, except at discharge points designated by the
POTW

J In addition to the general and specific limitations expressed above, more specific
pretreatment limitations have been and will be promulgated for specific industrial
categories under Section 307 of the Water Quality Act of I9B7 as amended
(wQA). (see 40 cFR, subchapter N, Parts 400 tltrough 500, for specific
information).

E. Sisnificant I Users Discharsins to the POTW.
The permittee shall provide adequate notice to the Director and the Division of Water
Quality Industrial Pretreatment Coordinator of;

1. Any new introduction of pollutants into the treatment works from an indirect
discharger (i.e., industrial user) which would be subject to Sections 301 or 306 of
the lïrQA if it were directly discharging those pollutants;

2. Any substantial change in the volume or character of pollutants being introduced
into the treatment works by a source introducing pollutants into the treatment
works at the time of issuance of the permit; and

3. For the purposes of this section, adequate notice shall include information on:

a. The quality and quantity of effluent to be introduced into such treatment
works; and,

b. Any anticipated impact of the change on the quantity or quality of effluent to
be discharged from such publicly owned treatment works.

4. Any SIU that must comply with applicable requirements under Subtitles C and D
of the Resource Conservation and Recovery Act (RCRA).

Change of Conditions.
At such time as a specific pretreatment limitation becomes applicable to an industrial
user of the permittee, the DirectoÍ may, as appropriate, do the following:

l. Amend the permittee's UPDES discharge permit to specifu the additional
pollutant(s) and corresponding effluent limitation(s) consistent with the applicable
national pretreatment limitation;

2. Require the permittee to specify, by ordinance, contract, or other enforceable
means, the type of pollutant(s) and the maximum amount which may be
discharged to the permittee's facility for treatment. Such requirement shall be
imposed in a manner consistent with the porw progiam development
requirements of the General Pretreatment Regulations at 40 CFR 403; andlor,

F

-10-
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PART II
DISCHARGE PERMIT NO. UTOO25348

PRETREATMENT

3. Require the permittee to monitor its discharge for any pollutant, which may likely
be ãischarged from the permittee's facility, should the industrial user fail to
properly pretreat its waste.

4. Require the permittee to develop an approved pretreatment program.

Legal Action.
The Director retains, at all times, the right to take legal action against the industrial

user and/or the treatment works, in those cases where a permit violation has occurred

because ofthe failure of an industrial user to discharge at an acceptable level. Ifthe
permittee has failed to properly delineate maximum acceptable industrial contributor

ievels, the Director will look primarily to the permittee as the responsible party.

Local Limits.
Iffocal limits are developed per UAC R3l7-S-5.5(4)(b) to protect the POTW from

pass-through or interference, then the POTW must submit limits to DWQ for review

and public notice, as required by UAC R317-8-8.5(4)(c).

- ll -



PART III
BIOSOLIDS PERMIT NO. UTL.025348

III. BIOSOLIDS REQUIREMENTS

A. Biosolids Treatment and Disposal. The authorizationto dispose of biosolids provided under
this permit is limited to those biosolids produced from the treatment works owned and
operated by the permittee. The treatment methods and disposal practices are designated
below.

l. Treatment

a. The solids are stabilized within the oxidation ditch treatment system with a mean cell
residence time of 20 to 30 days. The biosolids are de-watered with belt press to about
20% solids, then laid out to dry further on the drying beds until they are transferred to
a landfill onsite.

2. Description of Biosolids Disposal Method

a. Class A biosolids may be sold or given away to the public for lawn and garden use or
land application.

b. Class B biosolids may be land applied for agriculture use or at reclamation sites at
agronomic rates.

Biosolids may be disposed of in a landfill, or transferred to another facility for
treatment/disposal.

3. Changes in Treatment Systems and Disposal Practices.

a. Should the permittee change their disposal methods or the biosolids generation and
handling processes of the plant, the permittee must notifiz the Director at least 30
days in advance if the process/method is specified in 40 CFR 503. This includes, but
is not limited to, the permanent addition or removal of any biosolids treatment units
(i.e., digesters, drying beds, belt presses, etc.) and/or any other change.

b' Should the permittee change their disposal methods or the biosolids generation and
handling processes of the plant, the permittee must notifr the Director at least 180
days in advance if the process/method is not specifîed in 40 CFR 503. This includes,
but is not limited to, the permanent addition or removal of any biosolids treatment
units (i.e., digesters, drying beds, belt presses, etc.) and/or any other change.

For any biosolids that are land filled, the requirements in Section 2.12 of thelatest version of
the EPA Region VIII Biosolids Management Handbookmust be followed

B Specific Limitations and Monitoring Requirements. All biosolids generated by this facility to
be sold or given away to the public shall meet the requirements of Part IILB.1, 2, 3 and 4
listed below.

1. Metals Limitations. All biosolids sold or given away in a bag or similar container for
application to lawns and home gardens must meet the metals limitations as described
below. If these metals limitations are not met, the biosolids must be landfilled.

c

-12-



PART III
BIOSOLIDS PERMIT NO. UTL.025348

Pollutant Limits, (40 CFR Part 503.13(b) Dry Mass Basis

Heaw Metals Table 1 Table2 Table 3 Table 4

Ceiling Conc.
Limits, (-g/kg)

CPLRî,
(mg/ha)

Pollutant
Conc. Limits,

(ms/ke)

APLRÍ,
(mg/ha-yr)

Total Arsenic 75 4I 4l 4t

Total Cadmium 85 39 39 39

Total Copper 4300 1 500 1 500 i500

Total Lead 840 300 300 300

Total Mercury 57 t7 t7 l7
Total Molybdenum 75 N/A N/A N/A
Total Nickel 420 420 420 420

Total Selenium 100 100 r00 100

TotalZinc 7500 2800 2800 2800

2. pathogen Limitations. All biosolids sold or given away in a bag or a similar container for

uppti*tio" to lawns and home gardens must meet the pathogen limitations for Class A.

Land applied biosolids must meet the pathogen limitations for Class B as described

below. Ilthe pathogen limitations are not met, the biosolids must be landfilled.

a. Class A biosolids shall meet one of the pathogen measurement requirements in the

following Pathogen Control Class table or shall meet the requirements for a Process

to Further Reduðe Pathogens as defined in 40 CFR Part 503.32(a) Sewage Sludge -
Class A.

b. Class B biosolids shall meet the pathogen measurement reqnirements in the following

Pathogen Control Class table or shall meet the requirements for a Process to

Significantly Reduce Pathogens as defined in 40 CFR Part503.32(b) Sewøge Sludge

- Class B. In addition, the permittee shall comply with all applicable site restrictions

listed below (40 CFR Part 503.32,(b)'(5)):

(1) Food crops with harvested parts that touch the biosolids/soil mixture and are

totally above the land surface shall not be harvested for 14 months after

application.

(2) Food crops with harvested parts below the land surface shall not be harvested

for 20 mônths after application if the biosolids remains on the land surface for

four months or more prior to incorporation into the soil'

(3) Food crops with harvested parts below the surface of the land shall not be

harvested for 38 months after application of sewage sludge when the sewage

sludge remains on the land surface for less than four months prior to

incorporation into the soil.

(4) Food crops, feed crops, and fiber crops shall not be harvested from the land for

30 days after aPPlication.

(5) Animals shall not be allowed to graze on the land for 30 days after application.

T CPLR -- Cumulative Pollutant Loading Rate

I APLR - Annual Pollutant Loading Rate
-13-
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(6) Turf grown on land where biosolids is applied shall not be harvested for one
year after application if the harvested turf is placed on either land with a high
potential for public exposure or a lawn.

(7) Public access to land with a high potential for public exposure shall be
restricted for one year after application.

(8) Public access to land with a low potential for public exposure shall be restricted
for 30 days after application.

(9) The sludge or the application of the sludge shall not cause or contribute to the
harm ofa threatened or endangered species or result in the destruction or
adverse modification of critical habitat of a threatened or endangered species
after application.

3. Vector Athaction Reduction Requirements.

a. The permittee will meet vector attraction reduction through use of one of the methods
listed in 40 CFR 503.33. Facility is meeting the requirements though the following
methods.

(l) Ashley Valley transfers solids to the onsite landfill for disposal (Ashley Valley
Water Reclamation Facility).

If the permittee intends to use another one of the alternatives, the Director and the EPA
must be informed at least thirty (30) days prior to its use. This change may be made
without additional public comment.

4. SelÊMonitoring Requirements.

a. At a minimum, upon the effective date of this permit, all chemical pollutants,
pathogens and applicable vector attraction reduction requirements shall be monitored
according to 40 CFR 503.16(l)(a).

Pathogen Control Class
Class A Class B

B Salmonella species -less than three (3) MPN$
per four (4) grams total solids (or less than
1,000 fecal coliforms per gram total solids)

Fecal Coliforms -less than 2,000,000 colony
forming units (CFU) per gram total solids

Enteric viruses -less than one (l) MPN (or
plaque forming unit) per four (4) grams total
solids
Viable helminth ova -less than one (1) MPN
per four (4) grams total solids

$ Ir¿PN -Most Probable Number
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Sample collection, preservation and analysis shall be performed in a manner

consistent with the requirements of 40 CRF 503 and/or other criteria specific to this

permit. A metals analysis is to be performed using Method SW 846 with Method

3050 used for digestion. For the digestion procedure, an amount of biosolids

equivalent to a dry weight of one gram shall be used. The methods are also described

in the latest version of the Region VIII Biosolids Management Handbook.

The Director may request additional monitoring for specific pollutants derived from

biosolids if the data shows a potential for concern.

After two (2) years of monitoring at the frequency specified, the permittee may

request that the Director reduce the sampling frequency for the heavy metals. The

frequency cannot be reduced to less than once per year for biosolids that are sold or

givèn away to the public for any parameter. The frequency also cannot be reduced

fot uny of the pathogen or vector attraction reduction requirements listed in this

permit.

C. Management Practices of Biosolids.

1. Biosolids Distribution Information

For biosolids that are sold or given away, an information sheet shall be provided to

the person who receives the biosolids. The label or information sheet shall contain:

(i) The name and address of the person who prepared the biosolids for a sale or to

be given away.

(Z) A statement that prohibits the application of the biosolids to the land except in

accordance with the instructions on the label or information sheet.

2. Biosolids Application Site Storage

a. For biosolids or material derived from biosolids that are stored in piles for one year

or longer, measures shall be taken to ensure that erosion (whether by wind or water)

does not occur. However, best management practices should also be used for piles

used for biosolids treatment. If a treatment pile is considered to have caused a

problem, best management practices could be added as a requirement in the next

permit renewal

3. Land Application Practices

** permittee produced 549 Dry Metric Tons in 2015. Accordingly, they should sample at least four times per year

However, nsntey Valley transfers the biosolids to a landfill for disposal, they will only be required to sample in

accordance with 40 CFR 258..
-15-
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d.

a.

Minimum Frequency of Monitoring (40 CFR Part 503.16, 503.26. and 503.46)

Amount of Biosolids Disposed Per Year Monitoring Frequency

Dry US Tons Dry Metric Tons Per Year or Batch

>0to<320 >0to<290 Once Per Year or Batch

>320to < 1650 > 290 to < 1,500"' Once a Quarter or Four Times

> 1,650 to < 16,500 > 1,500 to < 15,000 Bi-Monthly or Six Times

> 16,500 > 15,000 Monthly or Twelve Times
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a. The permittee shall operate and maintain the land application site operations in
accordance with the following requirements:

(1) The permittee shall provide to the Director and the EPA within 90 days of the
effective date of this permit a land application plan.

(2) Application of biosolids shall be conducted in a manner that will not
contaminate the groundwater or impair the use classification for that water
underlying the sites.

(3) Application of biosolids shall be conducted in a manner that will not cause a
violation of any receiving water quality standard from discharges of surface
runoff from the land application sites. Biosolids shall not be applied to land l0
meters or less from waters of the united states (as defined in 40 cFR 122.2).

(4) No person shall apply biosolids for beneficial use to frozen, ice-covered, or
snow-covered land where the slope of such land is greater than three percent
and is less than or equal to six percent unless one of the following requirements
is met:

(a) there is 80 percent vegetative ground cover; or,

(b) approval has been obtained based upon a plan demonstrating adequate
runoff containment measures.

(5) Application of biosolids is prohibited to frozen, ice-covered, or snow covered
sites where the slope of the site exceeds six percent.

(6) Agronomic Rate

(a) Application of biosolids shall be conducted in a manner that does not
exceed the agronomic rate for available nitrogen of the crops grown on the
site. At a minimum, the permittee is required to follow the methods for
calculating agronomic rate outlined in the latest version of the Region VIII
Biosolids Management Handbook (other methods may be approved by the
Director). The treatment plant shall provide written notification to the
applier of the biosolids of the concentration of total nitrogen (as N on a dry
weight basis) in the biosolids. written permission from the Director is
required to exceed the agronomic rate.

(b) The permiffee may request the limits of Part lil, C, 6 be modifîed if
different limits would be justified based on local conditions. The limits
are required to be developed in cooperation with the local agricultural
extension office or university.

(c) Deep soil monitoring for nitrate-nitrogen is required for all land
application sites (does not apply to sites where biosolids are applied less
than once every five years). A minimum of six samples for each 320 (or
less) acre area is to be collected. These samples are to be collected down to
either a 5 foot depth, or the confining layer, whichever is shallower
(sample at 1 foot, 2foot,3 foot,4 foot and 5 foot intervals). Each ofthese
one-foot interval samples shall be analyzed for nitrate-nitrogen. In addition
to the one-foot interval samples, a composite sample of the 5 foot intervals
shall be taken, and analyzed for nitrate-nitrogen as well. Samples are
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required to be taken once every five years for non-irrigated sites that

reCeive more than 1 I inches of precipitation annually or fbr irrigated sites

(7) Biosolids shall not be applied to any site area with standing surface water' If
the annual high groundwater level is known or suspected to be within five feet

of the surfacq uãditional deep soil monitoring for nitrate-nitrogen as described

in Part III.C.(6),(c). is to be performed. At a minimum, this additional

monitoring will involve a collection of more samples in the affected area and

possibly more frequent sampling. The exact number of samples to bc collected

will be-outlined in a deep soil monitoring plan'to be submitted to the Director

and the EPA within 90 days of the effective date of this permit. The plan is

subject to approval by the Director.

(S) The specified cover crop shall be planted during the next available planting

,"uron. If this does not occur, the permittee shall notiff the Director in writing.

Additional restrictions may be placed on the application of the biosolids on that

site on a case-by-case basis to control nitrate movement. Deep soil rnottitoring

may be increased under the discretion of the Director.

(e) When weather and or soil conditions prevent adherence to the biosolids

application procedure, biosolids shall not be applied on the site'

(10) For biosolids that are sold or given away, an information sheet shall be

provided to the person who receives the biosolids. The label or information

sheet shall contain:

(a) The name and address of the person who prepared the biosolids for sale or

givc away f,rl application to thc land.

(b) A statement that prohibits the application of the biosolids to the land

except in accordance with the instructions on the label or information

sheet.

(c) The annual whole biosolids application rate for the biosolids that do not

cause the metals loading rates in Tables 1, 2, and 3 (Part IILB. I .) to be

exceeded.

(1 l) Biosolids subject to the cumulative pollutant loading rates in Table 2 (Part

III.B. L) shalf not be applied to agricultural land, forest, a public contact site, or

a reclamation site if any of the cumulative pollutant loading rates in Table 2

have been reached.

(12) If the treatment plant applies the biosolids, it shall provide the owner or

leaseholder of the land on which the biosolids are applied notice and necessary

information to comply with the requirements in this permit'

(13) The permittee shall inspect the application of the biosolids to active sites to

prevent malfunctions and deterioration, operator enors and discharges, which

may cause or lead to the release of biosolids to the environment or a threat to

human health. The permittee must conduct these inspections often enough to

identifu problems in time to correct them before they harm human health or the

environment. The permittee shall keep an inspection log or summary including

at least the date and time of inspection, the printed name and the handwritten
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signature of the inspector, a notation of observations made and the date and
nature ofany repairs or corrective action.

D. Special Conditions on Biosolids Storage. Permanent storage of biosolids is prohibited.
Biosolids shall not be temporarily stored for more than two (2) years. Written permission to
store biosolids for more than two years must be obtained from the Director. Storage of
biosolids for more than two years will be allowed only if it is determined that significant
treatment is occurring.

E' Representative Sampling. Biosolids samples used to measure compliance with Part III of
this Permit shall be collected at locations representative of the quality of biosolids generated
at the treatment works and immediately prior to land application.

F. Reporting of Monitoring Results.

Biosolids. The permittee shall provide the results of all monitoring performed in
accordance with Part III.B, and information on management practices, biosolids
treatment, site restrictions and certifications shall be provided no later than February l9
of each year. Each report is for the previous calendar year. If no biosolids were sold or
given away during the reporting period, "no biosolids were sold or given away" shall be
reported. Legible copies ofthese, and all other reports required herein, shall be signed
and certified in accordance with the signøtory Requirements (see part YII.G), and
submitted to the utah Division of water euality by NetDMRiT or at the following
address:

Original to Biosolids Coordinator
Utah Division of Water Quality
P. O. Box 144870
Salt Lake City Utah, 84114-4870

G. Additional Record Keeping Requirements Specific to Biosolids.

i. Unless otherwise required by the Director, the permittee is not required to keep
records on compost products if the permittee prepared them from biosolids that meet the
limits in Table 3 (Part IILB.I), the Class A pathogen requirement s in Part IILB.2 and the
vector attraction reduction requirements in Part IILB.3. The Director may noti$' the
permittee that additional record keeping is required if it is determined to be significant to
protecting public health and the environment.

2. The nermittee is required to keep the following information for at least 5 years:

a. Concentration of each heavy metal in Table 3 (part III.B.I).

b. A description of how the pathogen reduction requirements in Part 1il.8.2 were met.

c. A description of how the vector attraction reduction requirement s in Part IIL,B. i were
met.

d. A description of how the management practices in Part III.C were met (if necessary).

e. The following certification statement:

tt Starting January 1,2017 monitoring results must be submitted using NetDMR unless the permittee has
successfully petitioned for an exception. Annual Biosolids Reports should also be submittedihrough this system.
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"I certiff under the penaþ of law, that the heavy metals requirements in Part III.B.I,
the pathogen requirements in Part IILB.2,the vector athaction requirements in Pørt

III.B.3,the management practices in Psrt III.C. This determination has been made

under my direction and supervision in accordance with the system designed to assure

that qualified personnel properly gather and evaluate the information used to

determine that the pathogen requirements, the vector attraction reduction

requirements and the management practices have been met. I am aware that there are

significant penalties for false certification including the possibility of imprisonment."

The permittee shall retain records of all monitoring information, including all calibration

and maintenance records and all original strip chart recordings for continuous monitoring

instrumentation, copies of all reports required by this permit and records of all data used

to complete the application for this permit for the life of the permit. Data collected on

site, copies of Biosolids Report forms, and a copy of this UPDES biosolids-only permit

must bé maintained on site during the duration of activity at the permitted location.

-t9-
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IV. STORM WATER REQUIREMENTS.

A. Coverage of This Section. The requirements listed under this section shall apply to storm
water discharges. Storm water discharges from the following portions of the facility may be
eligible for coverage under this permit: biosolids drying beds, haul or access roads on which
transportation of biosolids may occur, grit screen cleaning areas, chemical loading, unloading
and storage areas, salt or sand storage areas, vehicle or equipment storage and maintenance
areas, or any other wastewater treatment device or system, used in the storage, treatment,
recycling, and reclamation of municipal or domestic sewage, including lands dedicated to the
disposal of sewage sludge that are located within the confines of the facility that may have a
reasonable expectation to contribute to pollutants in a storm water discharge.

B. Prohibition of Non-Storm Water Discharges. Except for discharges identified in Part 1., and
discharges described below in this paragraph, non-storm water discharges are prohibited.
The following non-storm water discharges may be authorized under this permit provided the
non-storm water component of the discharge is in compliance with this section; discharges
from firefighting activities; fire hydrant flushing; potable water sources including waterline
flushing; drinking fountain water; irrigation drainage and lawn watering; routine external
building wash down water where detergents or other compounds have not been used in the
process; pavement wash waters where spills or leaks of toxic or hazardous materials
(including oils and fuels) have not occurred (unless all spilled material has been removed)
and where detergents are not used; air conditioning condensate; uncontaminated compressor
condensate; uncontaminated springs; uncontaminated ground water; and foundation or
footing drains where flows are not contaminated with process materials such as solvents.

C. Storm Water Pollution Prevention Plan Requirements. The permittee must have (on site) or
develop and implement a storm water pollution prevention plan as a condition of this permit.

1. Contents of the Plan. The plan shall include, at a minimum, the following items:

a. Pollution Prevention Team. Each plan shall identi$ a specific individual or
individuals within the facility organization as members of a storm water Pollution
Prevention Team who are responsible for developing the storm water pollution
prevention plan and assisting the facility or plant manager in its implementation,
maintenance, and revision. The plan shall clearly identi$ the responsibilities of each
team member. The activities and responsibilities of the team shall address all aspects
of the facility's storm water pollution prevention plan.

b. Description of Potential Pollutant Sources. Each plan shall provide a description of
potential sources which may reasonably be expected to add significant amounts of
pollutants to storm water discharges or which may result in the discharge of
pollutants during dry weather from separate storm sewers draining the facility. Each
plan shall identi$z all activities and significant materials, which may be reasonably
expected to have the potential as a significant pollutant source. Each plan shall
include, at a minimum:

(1) Drainage. A site map indicating drainage areas and storm water outfalls. For
each area of the facility that generates storm water discharges associated with
the waste water treatment related activity with a reasonable potential for
containing significant amounts of pollutants, a prediction of the direction of
flow and an identification of the types of pollutants that are likely to be present
in storm water discharges associated with the activity. Factors to considèr
include the toxicity of the pollutant; quantity of chemicals used, produced or
discharged; the likelihood of contact with storm water; and history of
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significant leaks or spills of toxic or hazardous pollutants. Flows with a

significant potential for causing erosion shall be identified. The site map shall

include but not be limited to:

(a) Drainage direction and discharge points from all wastewater associated

activities including but not limited to grit screen cleaning, bio-solids

drying beds and transport, chemical/material loading, unloading and

storage areas, vehicle maintenance areas, salt or sand storage areas.

(b) Location ofany erosion and sediment control structure or other control

measures utilized for reducing pollutants in storm water runoff.

(c) Location of bio-solids drying beds were exposed to precipitation or where

the transportation of bio-solids may be spilled onto internal roadways or

tracked off site.

(d) Location where grit screen cleaning or other routinely performed industrial

activities are located and are exposed to precipitation'

(e) Location of any handling, loading, unloading or storage of chemicals or

potential pollutants such as caustics, hydraulic flnicls, lttbricants, solvents

òr other petroleum products, or hazardous wastes and where these may be

exposed to precipitation.

(Ð Locations where any major spills or leaks of toxic or hazardous materials

have occurred.

G) Location of any sand or salt piles.

(h) Location of fueling stations or vehicle and equipment maintenance and

cleaning areas that are exposed to precipitation.

(i) Location of receiving streams or other surface water bodies.

û) Locations of outfalls and the types of discharges contained in the drainage

areas ofthe outfalls.

Inventory of Exposed Materials. An inventory of the types of materials handled

at the site that potentially may be exposed to precipitation. Such inventory

shall include a narrative description of significant materials that have been

handled, treated, stored or disposed in a malltter to allow exposure to storm

water between the time of 3 years prior to the effective date of this permit and

the present; method and location of onsite storage or disposal; materials

management practices employed to minimize contact of materials with storm

water nrnoff between the time of 3 years prior to the effective date of this

permit and the present; the location and a description of existing structural and

nonstructural còntrol measures to reduce pollutants in storm water runoff; and a

description of any treatment the storm water receives.

Spills and Leaks. Alist of significant spills and significant leaks of toxic or

hãzardous pollutants that occurred at areas thatate exposed to precipitation or

that otherwise drain to a storm water conveyance atthe facility after the date of
3 years prior to the effective date of this permit. Such list shall be updated as

appropriate during the term of the permit.

-21 -
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(4) Sampling Data. A summary of existing discharge sampling data describing
pollutants in storm water discharges from the facility, including a summary of
sampling data collected during the term of this permit.

(5) Summary of Potential Pollutant Sources and Risk Assessment. A narrative
description of the potential pollutant sources from the following activities
associated with treatment works: access roads/rail lines; loading and unloading
operations; outdoor storage activities; material handling sites; outdoor vehicle
storage or maintenance sites; significant dust or particulate generating
processes; and onsite waste disposal practices. Specific potential pollutants
shall be identified where known.

(6) Measures and Controls. The permittee shall develop a description of storm
water management controls appropriate for the facility, and implement such
controls. The appropriateness and priorities of controls in a plan shall reflect
identified potential sources of pollutants at the facility. The description of
storm water management controls shall address the following minimum
components, including a schedule for implementing such controls:

(7) Good Housekeeping. All areas that may contribute pollutants to storm waters
discharges shall be maintained in a clean, orderly manner. These are practices
that would minimize the generation of pollutants at the source or before it
would be necessary to employ sediment ponds or other control measures at the
discharge outlets. v/here applicable, such measures or other equivalent
measures would include the following: sweepers and covered storage to
minimize dust generation and storm runoff; conservation of vegetation where
possible to minimize erosion; sweeping of haul roads, bio-solids access points,
and exits to reduce or eliminate offsite tracking; sweeping of sand or salt
storage areas to minimize entrainment in storm water runoff; collection,
removal, and proper disposal of waste oils and other fluids resulting from
vehicle and equipment maintenance; other equivalent measures to address
identified potential sources of pollution.

(8) Preventive Maintenance. A preventive maintenance program shall involve
timely inspection and maintenance of storm water management devices (e.g.,
cleaning oil/water separators, catch basins) as well as inspecting and testing
facility equipment and systems to uncover conditions that could cause
breakdowns or failures resulting in discharges of pollutants to surface waters,
and ensuring appropriate maintenance of such equipment and systems.

(9) Spill Prevention and Response Procedures. Areas where potential spills that
can contribute pollutants to storm water discharges can occur, and their
accompanying drainage points, shall be identified clearly in the storm water
pollution prevention plan. where appropriate, specifuing material handling
procedures, storage requirements, and use of equipment such as diversion
valves in the plan should be considered. Procedures and equipment for
cleaning up spills shall be identified in the plan and made available to the
appropriate personnel.

(10) Inspections. ln addition to the comprehensive site evaluation required under
paragraph (Part IV.C.1.b.Q6)) of this section, qualified facility personnel shall
be identified to inspect designated equipment and areas of the facility on a
periodic basis. The following areas shall be included in all inspections: access
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roads/rail lines, equipment storage and maintenance areas (both indoor and

outdoor areas); fueling; material handling areas, residual treatment, storage, and

disposal areas; and wastewater treatment areas. A set of tracking or follow-up
procedures shall be used to ensure that appropriate actions are taken in response

io the inspections. Records of inspections shall be maintained. The use of a

checklist developed by the facility is encouraged.

(ll) Emptoyee Training. Employee training programs shall inform personnel

responsible for implementing activities identified in the storm water pollution
prevention plan or otherwise responsible for storm water management at all
levels of responsibility of the components and goals of the storm water

pollution prevention plan. Training should address topics such as spill
response, good housekeeping and material management practices. The

pollution prevention plan shall identif, how often training will take place, but

training should be held at least annually (once per calendar year). Employee

training must, at a minimum, address the following areas when applicable to a

facility: petroleum product management; process chemical management; spill

prevention and control; fueling procedures; general good housekeeping

practices; proper procedures for using fertilizers, herbicides and pesticides.

(I2) Record keeping and Internal Reporting Procedures. A description ofincidents
(such as spills, or other discharges), along with other information describing the

quality and quantity of storm water discharges shall be included in the plan

required under this part. Inspections and maintenance activities shall be

doõumented and records of such activities shall be incorporated into the plan'

(13\ Non-storm Wøter Discharges.

(a) Certificøtion The plan shall include a certification that the discharge has

been tested or evaluated for the presence ofnon-storm water discharges.

The certifîcation shall include the identification of potential significant

sources of non-storm water at the site, a description of the results of any

test and/or evaluation for the presence ofnon-storm water discharges, the

evaluation criteria or testing method used, the date of any testing and/or

evaluation, and the onsite drainage points that were directly observed

during the test. Certifications shall be signed in accordance with Part

VILG of this permit.

(b) Exceptions. Except for flows from firefighting activities, sources of non-

storm water listed in Part IV.B. (Prohibition of Non-storm water
Discharges) of this pemit that are combined with storm water discharges

associated with industrial activity must be identified in the plan. The plan

shall identi$, and ensure the implementation of appropriate pollution
prevention measures for the non-storm water component(s) of the

discharge.

(c) Failure to Certify. Any facility that is unable to provide the certification

required (testing for non-storm water discharges), must notiff the Director

wiihin 180 days after the effective date of this permit. If the failure to

certiff is caused by the inability to perform adequate tests or evaluations,

such notification shall describe: the procedure ofany test conducted for the

presence ofnon-storm water discharges; the results of such test or other

ielevant observations; potential sources ofnon-storm water discharges to

the storm sewer; and why adequate tests for such storm sewers were not
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feasible. Non-storm water discharges to waters of the State, which are not,
authorized by a UPDES permit are unlawful, and must be terminated.

(14) sediment and Erosion control. The plan shall identifu areas, which, due to
topography, activities, or other factors, have a high potential for significant soil
erosion, and identi$r structural, vegetative, andlor stabilization measures to be
used to limit erosion.

(15) Management of Runoff. The plan shall contain a narrative consideration of the
appropriateness of traditional storm water management practices (practices
other than those which control the generation or source(s) ofpollutants) used to
divert, infiltrate, reuse, or otherwise manage storm water runoff in a manner
that reduces pollutants in storm water discharges from the site. The plan shall
provide that measures that the permittee determines to be reasonable and
appropriate shall be implemented and maintained. The potential of various
sources at the facility to contribute pollutants to storm water discharges
associated with industrial activity Pqrt IV.c.L å (Description of potential
Pollutant sources) of this permitl shall be considered when determining
reasonable and appropriate measures. Appropriate measures or other
equivalent measures may include: vegetative swales and practices, reuse of
collected storm water (such as for a process or as an inigation source), inlet
controls (such as oiVwater separators), snow management activities, infiltration
devices, wet detention/retention devices and discharging storm water through
the waste water facility for treatment.

(16) Comprehensive Site Compliance Evaluation. Qualifred personnel shall conduct
site compliance evaluations at appropriate intervals specified in the plan, but in
no case less than once a year. Such evaluations shall provide:

(a) Areas contributing to a storm water discharge associated with industrial
activity shall be visually inspected for evidence of, or the potential for,
pollutants entering the drainage system. Measures to reduce pollutant
loadings shall be evaluated to determine whether they are adequate and
properly implemented in accordance with the terms of the permit or
whether additional control measures are needed. Structural storm water
management measures, sediment and erosion control measures, and other
structural pollution prevention measures identified in the plan shall be
observed to ensure that they are operating conectly. A visual inspection of
equipment needed to implement the plan, such as spill response
equipment, shall be made.

(b) Based on the results of the evaluation, the description of potential pollutant
sources identified in the plan in accordance with pqrt IV.C.I.b
(Description of Potential Pollutant Sources) of this section and pollution
prevention measures and controls identified in the plan in accordance with
Part IV.c.I.b.(6) (Measures and controls) of this section shall be revised
as appropriate within 2 weeks of such evaluation and shall provide for
implementation of any changes to the plan in a timely manner, but in no
case more than 12 weeks after the evaluation.

(c) A report summarizing the scope of the evaluation, personnel making the
evaluation, the date(s) of the evaluation, major observations relating to the
implementation of the storm water pollution prevention plan, and uótions
taken in accordance with paragraph L (above) shall be made and retained
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as part of the storm water pollution prevention plan for at least 3 years

aftãr the date of the evaluation. The report shall identifu any incidents of
noncompliance. where a report does not identiff any incidents of
tron"o*pliunce, the report shall contain a certification that the facility is in

complia-nce with the storm water pollution prevention plan and this permit'

The report shall be signed in accordance with Part VILG (Signatory

Requirements) of this Permit.

(L7) Deadtines for Plan Preparation and Compliance. The permittee shall prepare

and implement a plan in compliance with the provisions of this section within

270 dlysof the effective date of this permit. If the permittee already has a plan,

it shall be revised according to Part IV.C.1.b.(16), Comprehensive Site

Evaluation.

(lB) Keeping Plans Current. The permittee shall amend the plan whenever there is

achange in design, construction, operation, or maintenance, that has a

signifiòant effeci on the potential for the discharge of pollutants to the waters of
the state or if the storm water pollution prevention plan proves to be ineffective

in eliminating or significantly minimizing pollutants from sources identified by

the plan, or in otherwise achieving the general objective of controlling
pollutants in storm water discharges associated with the activities at the facility.

D. Monitoring and Reporting Requirements.

l. Ouarterl], Visual Examination of Storm Water Quality. Facilities shall perform and

document a visual examination of a storm water discharge associated with industrial

activþ from each outfall, except discharges exempted below. The examination must be

made át least once in each of the following designated periods during daylight huurs

unless there is insufficient rainfall or snow melt to produce a runoff event: January

through March; April through June; July through September; and October through

December.

a. Sample ønd Data Collection, Examinations shall be made of samples collected

within the first 30 minutes (or as soon thereafter as practical, but not to exceed I

hour) of when the runoff or snowmelt begins discharging. The examinations shall

document observations of color, odor, clarity, floating solids, settled solids,

suspended solids, foam, oil sheen, and other obvious indicators of storm water

poliution. The examination must be conducted in a well-lit atea. No analytical tests

ãre required to be performed on the samples. All such samples shall be collected

from tñe dischargé resulting from a storm event that is greater than 0' 1 inches in

magnitude and that occurs at least 72 hours fi'orn the previously mcryry_able (greater

than 0.1 inch rainfall) storm event. Where practicable, the same individual should

carry out the collection and examination of discharges for entire permit term.

b. Visual Storm Water Discharge Examination Reports. Visual examination reports

must be maintained onsite in the pollution prevention plan. The report shall include

the examination date and time, examination personnel, the nature of the discharge

(i.e., runoff or snow melt), visual quality of the storm water discharge (including

observations of color, odor, clarity, floating solids, settled solids, suspended solids,

foam, oil sheen, and other obvious indicators of storm water pollution), and probable

sources of any observed storm water contamination'

c. Representative Discharge. When the permittee has two or more outfalls that, based

on a consideration of industrial activity, significant materials, and management
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practices and activities within the area drained by the outfall, the permittee
reasonably believes discharge substantially identical effluents, the permittee may
collect a sample of effluent of one of such outfalls and report that the observation
data also applies to the substantially identical outfall(s) provided that the permittee
includes in the storm water pollution prevention plan a description of the location of
the outfalls and explains in detail why the outfalls are expected to discharge
substantially identical effluents. In addition, for each outfall that the permittee
believes is representative, an estimate of the size of the drainage a."a 1in square feet)
and an estimate of the runoff coefficient of the drainage area [e.g., low (unàer 40
percent), medium (40 to 65 percent), or high (above 65 percent)l shall be provided in
the plan.

Adverse Conditions. When a discharger is unable to collect samples over the course
of the visual examination period as a result of adverse climatic conditions, the
discharger must document the reason for not performing the visual examination and
retain this documentation onsite with the results of the visual examination. Adverse
weather conditions, which may prohibit the collection of samples, include weather
conditions that create dangerous conditions for personnel (such as local flooding,
high winds, hurricane, tornadoes, electrical storms, etc.) or otherwise make the
collection of a sample impracticable (drought, extended frozen conditions, etc.).

Inactive and Unstaffed Site. When a discharger is unable to conduct visual storm
water examinations at an inactive and unstaffed site, the operator of the facility may
exercise a waiver of the monitoring requirement as long as the facility remains
inactive and unstaffed. The facility must maintain a certification witir the pollution
prevention plan stating that the site is inactive and unstaffed so that performing visual
examinations during a qualiSing event is not feasible.

e
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V. MONITORTNG, RECORDING & GENERAL REPORTING REQUIREMENTS

A. Representative Sampling. Samples taken in compliance with the monitoring requirements

"rtublirh"d 
und.r P-t lshallbe collected from the effluent stream prior to discharge into the

receiving waters. Samples and measurements shall be representative of the volume and

nature oithe monitoreá discharge. Samples of biosolids shall be collected at a location

representative of the quality of biosolids immediately prior to the use-disposal practice.

B. Monitoring Procedures. Monitoring must be conducted according to test procedures

"pp-".d "" 
der Utah Administrative Code ('UAC") R3 t7-2-10 and 40CFR Part 503, unless

other test procedures have been specified in this permit'

C. penalties for Tampering. The Act provides that any person who falsifies, tampers with, or

k""*r"gty *"d..-raciurate, any monitoring device or method required to be maintained

under this permit shall, upon conviction, be punished by a fine of not more than $10,000 per

violation, ór by imprisonment for not more than six months per violation, or by both.

D. Compliance Schedules. Reports of compliance or noncompliance with, or any progress

reports onjtrtoitn und frnai requirements cotttained in any Compliance Schcdule of this

permit shall be submitted no later than 14 days following each schedule date.

E. Additional Monitoring by the Permittee. If the permittee monitors any parameter more

fr"q*-ntry mun *quirãO Uy this permit, using test procedures approved undet UAC R317-2-

l0 and ¿O Cfn 503 or as ipecified in this permit, the results of this monitoring shall be

incl'¿ed in the calculation and reporting of the data submitted in the DMR or the Biosolids

Report Form. Such increased frequency shall also be indicated. Only those parameters

required by the permit need to be reported.

F. Records Contents. Records of monitoring information shall include:

1. The date, exact place, and time of sampling or measurements:

2. The individual(s) who performed the sampling or measurements;

3. The date(s) and time(s) analyses were performed;

4. The individual(s) who performed the analyses;

5. The analytical techniques or methods used; and'

6. The results of such analYses.

G. Rctcntion of Records. Thc pcrmittcc shall rotain records of all monitoring information,

inrtuOing utt *tiU*tøn and- maintenance records and all original strip chart recordings for

continuoîs monitoring instrumentation, copies of all reports required by this permit, and 
-

records of all data ur"ã to complete the application for this permit, for a period of at least five

years from the date of the sample, ."aruie-ent, report or application. This period may be

ãxtended by request of the Dirèctor at any time. A copy of this UPDES.permit must be

maintainedon site during the duration of activity at the permitted location

H. Twentv-four Hour Notice of Noncompliance Reporting'

1. The permittee shall (orally) report any noncompliance including transportation accidents,

spills, and uncontrolìed runoff from biosolids transfer or land application sites which may

sèriously endanger health or environment, as soon as possible, but no later than twenty-

four (24)hours irom the time the permittee first became aware of circumstances. The

-27 -



PART V
DISCHARGE PERMIT NO. UTOO25348
BIOSOLIDS PERMIT NO. UTL.025348

STORM \üATER PERMIT NO. UTOOOOO

report shall be made to the Division of water euality, (s01) 23l-1769, or 24-hour
answering service (801) 536-4123.

2. The following occurences of noncompliance shall be reported by telephone (801) 536-
4300 as soon as possible but no later than 24 hours from the time the permittee becomes
aware of the circumstances:

a. Any noncompliance which may endanger health or the environment;

b. Any unanticipated bypass, which exceeds any effluent limitation in the permit (See
Part VLG, Bypass of Treatment Facilities.);

c. Any upset which exceeds any effluent limitation in the permit(See Part VLH, Upset
Conditions.);

d. Violation of a maximum daily discharge limitation for any of the pollutants listed in
the permit; or,

violation of any-of the Table 3 metals limits, the pathogen limits, the vector
athaction reduction limits or the management practices for biosolids that have been
sold or given away.

3. A written submission shall also be provided within five days of the time that the
permittee becomes aware of the circumstances. The written submission shall contain:

a. A description of the noncompliance and its cause;

b. The period of noncompliance, including exact dates and times;

c' The estimated time noncompliance is expected to continue if it has not been
corrected;

d. Steps taken or planned to reduce, eliminate, and prevent reoccuffence of the
noncompliance; and,

e. Steps taken, if any, to mitigate the adverse impacts on the environment and human
health during the noncompliance period.

4. The Director may waive the written report on a case-by-case basis if the oral report has
been received within 24 hours by the Division of water euality, (s01) 536-430-0.

5. Reports shall be submitted to the addresses in Part I.D, Reporting of Monitoring Results.

Other Noncompliance Reporting. Instances of noncompliance not required to be reported
within 24 hours shall be reported at the time that monitoring reports for Part I.D are
submitted. The reports shall contain the information listed in part v.H.3

Inspection and Entry The permittee shall allow the Director, or an authorized representative,
upon the presentation of credentials and other documents as may be required by law, to:

l. Enter upon the permittee's premises where a regulated facility or activity is located or
conducted, or where records must be kept under the conditions of the permit;
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2. Have access to and copy, at reasonable times, any records that must be kept under the

conditions of this permit;

3. Inspect at reasonable times any facilities, equipment (including monitoring and çontrol

equipment), practices, or operations rep¡ulated or required under this permit, including but

nót limited tô, biosolids treatment, collection, storage facilities or area, transport vehicles

and containers, and land application sites;

4. Sample or monitor at reasonable times, for the purpose of assuring permit compliance or

as otherwise authorized by the Act, any substances or parameters at any location,

including, but not limited to, digested biosolids before dewatering, dewatered biosolids,

biosolids transfer or staging areas, any ground or surface waters at the land application

sites or biosolids, soils, or vegetation on the land application sites; and,

5. The permittee shall make the necessary arrangements with the landowner or leaseholder

to obìain permission or clearance, the Director, or authorized representative, upon the

presentatiron of credentials and other documents as may be required by law, will b9

permitted to enter without delay for the purposes of pcrforming their responsibilities.
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VI. COMPLIANCE RESPONSIBILITIES

A. Dutv to Comply. The permittee must comply with all conditions of this permit. Any permit
noncompliance constitutes a violation of the Act and is grounds for enforcement action; for
permit termination, revocation and reissuance, or modification; or for denial of a permit
renewal application. The permittee shall give advance notice to the Director of any planned
changes in the permitted facility or activity, which may result in noncompliance with permit
requirements.

B. Penalties for Violations of Permit Conditions . The Act provides that any person who violates
a permit condition implementing provisions of the Act is subject to a civil penalty not to
exceed $ I 0,000 per day of such violation. Any person who willfully or negligently violates
permit conditions or the Act is subject to a fine not exceeding $25,000 per day of violation.
Any person convicted under UCA 19-5-1 15(2) a second time shall be punished by a fine not
exceeding $50,000 per day. Except as provided at Part VLG, Bypass of Treatment Facilities
and Part VI.H, Upset Conditions, nothing in this permit shall be construed to relieve the
permittee of the civil or criminal penalties for noncompliance.

Need to Halt or Reduce Activity not a Defense. It shall not be a defense for a permittee in an
enforcement action that it would have been necessary to halt or reduce the permitted activity
in order to maintain compliance with the conditions of this permit.

D. Dutv to Mitigate. The permittee shall take all reasonable steps to minimize or prevent any
discharge in violation of this permit, which has a reasonable likelihood of adversely affecting
human health or the environment. The permittee shall also take all reasonable steps to
minimize or prevent any land application in violation of this permit.

E. Proper Operation and Maintenance. The permittee shall at all times properly operate and
maintain all facilities and systems of treatment and control (and related appurtenances) which
are installed or used by the permittee to achieve compliance with the conditions of this
permit. Proper operation and maintenance also includes adequate laboratory controls and
quality assurance procedures. This provision requires the operation of back-up or auxiliary
facilities or similar systems, which are installed by a permittee only when the operation is
necessary to achieve compliance with the conditions of the permit.

Removed Substances. Collected screening, grit, solids, sludge, or other pollutants removed in
the course of treatment shall be disposed of in such a manner so as to prevent any pollutant
from entering any waters of the state or creating a health hazard. Sludge/digester supernatant
and filter backwash shall not directly enter either the final effluent or waters of the state by
any other direct route.

G. Bypass of Treatment Facilities.

B)¡pass Not Exceeding Limitations. The permittee may allow any bypass to occur which
does not cause effluent limitations to be exceeded, but only if it also is for essential
maintenance to assure efficient operation. These bypasses are not subject to paragraph2
and 3 of this section.

C

F

2. Prohibition of Bypass.
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a. Bypass is prohibited, and the Director may take enforcement action against a

permittee for bypass, unless:

(l) Bypass was unavoidable to prevent loss of human life, personal injury, or

severe property damage;

(2) There were no feasible alternatives to bypass, such as the use of auxiliary

treatment facilities, retention of untreated wastes, or maintenance during normal

periods of equipment downtime. This condition is not satisfied if adequate

Ùackup equipment should have been installed in the exercise of reasonable

enginéeriñg judgement to prevent a bypass which occurred during normal

periods of equipment downtime or preventive maintenance, and

(3) The permittee submitted notices as required undet section VI.G.3.

b. The Director may approve an anticipated bypass, after considering its adverse effects,

if the Director determines that it will meet the three conditions listed in sections

VI.G.2.a (l), (2) and (3).

3. Notice.

a. Anticipated bypass. Except as provided above in section VI.G.2 and below in section

VLG.3.b,if thõ permittee knows in advance of the need for a bypass, it shall submit

prior notice, at least ninety days before the date of bypass. The prior notice shall

include the following unless otherwise waivcd by the Directot':

(1) Evaluation of alternative to bypass, including cost-benefit analysis containing

an assessment of anticipated resource damages:

(Z) A specific bypass plan describing the work to be performed including

schãduled dates and times. The permittee must noti$ the Director in advance

ofany changes to the bypass schedule;

(3) Description of specific measures to be taken to minimize environmental and

public health impacts;

(4) A notification plan sufficient to alert all downstream users, the public and

others reasonably cxpccted to be impacted by the bypass;

(5) A water quality assessment plan to include sufficient monitoring of the

receivingwater before, during and following the bypass to enable evaluation of
public health risks and environmental impacts; and,

(6) Any additional information requested by the Director.

b. Emergency Bypass. Where ninety days advance notice is not possible, the permittee

must noti$' the Director, and the Director of the Department of Natural Resources, as

soon as it becomes aware of the need to bypass and provide to the Director the

information in section VI.G.3.ø.(t) through (6) to the extent practicable.
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Unanticipated bypass. The permittee shall submit notice of an unanticipated bypass
to the Director as required under Part IV.H, Twenty Four Hour Reporting. The
permittee shall also immediately notift the Director of the Department of Natural
Resources, the public and downstream users and shall implement measures to
minimize impacts to public health and environment to the extent practicable.

H. Upset Conditions.

Effect of an upset. An upset constitutes an affirmative defense to an action brought for
noncompliance with technology based permit effluent limitations if the requirements of
paragraph 2 of this section are met. Director's administrative determination regarding a
claim of upset cannot be judiciously challenged by the permittee until such time as an
action is initiated for noncompliance.

2. Conditions necessary for a demonstration of upset. A permittee who wishes to establish
the affirmative defense of upset shall demonstrate, through properly signed,
contemporaneous operating logs, or other relevant evidence that:

a. An upset occurred and that the permittee can identifz the cause(s) of the upset;

b. The permitted facility was at the time being properly operated;

c. The permittee submitted notice of the upset as required under pqrt v.H, Twenty-four
Hour Notice of Noncompliance Reporting; and,

d. The permittee complied with any remedial measures required under Part VLD, Duty
to Mitigate.

3. Burden of proof. In any enforcement proceeding, the permittee seeking to establish the
occurrence ofan upset has the burden ofproof.

c
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GENERAL REQUIREMENTS

A. Planned Changes. The permittee shall give notice to the Director as soon as possible of any

planned physical alterations or additions to the permitted facility. Notice is required only

when thé aiteration or addition could significantly change the nature or increase the quantity

of parameters discharged or pollutant sold or given away. This notification applies to

poilutants, which are not subject to effluent limitations in the permit. In addition, if there are

äny planned substantial changes to the permittee's existing sludge facilities or their manner of
opãration or to current sludge management practices of storage and disposal, the permittee

shall give notice to the Director of any planned changes at least 30 days prior to their

implementation.

B. Anticipated Noncompliance. The permittee shall give advance notice to the Director of any

pt"n*¿ changes in the permitted facilþ or activity, which may result in ttotrcourpliance with

permit requirements.

C. Permit Actions. This permit may be modified, revoked and reissued, or terminated for cause.

in" nmg of a request by the permittee for a permit modification, revocation and reissuance,

or termination, or a notification of planned changes or anticipated noncompliance, does not

stay any permit condition.

D. Dutv to Reapply. If the permittee wishes to continue an activity regulated by this permit after

ttt" 
""pi*tion 

date of this permit, the permiffee shall apply for and obtain a new permit. The

application shall be submitted at least 180 days before the expiration date of this permit.

E. Dutv to Provide Information. The permittee shall furnish to the Director, within a reasonable

ti.funyinro'-ationwhichtheDirectormayrequesttodeterminewlretlrercauseexistsfor
modif,ring, revoking and reissuing, or terminating this permit, or to determine compliance

with tiris fermit. The permittee shall also furnish to the Director, upon request, copies of
records required to be kept by this permit.

F. Other Information. When the permittee becomes aware that it failed to submit any relevant

fu"tr in u permit application, or submitted incorrect information in a permit application or any

report to ihe Director, it shall promptly submit such facts or information.

G. Signatory Requirements. All applications, reports or information submitted to the Director

shall be signed and certified'

l. All permit applications shall be signed by either a principal executive officer or ranking

elected offrcial.

2. All reports required by the permit and other information requested by the Director shall

be signed by a person described above or by a duly authorized representative ofthat

person. A person is a duly authorized representative only if:

a. The authori zation is made in writing by a person described above and submitted to

the Director, and,
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b. The authorization specifies either an individual or a position having responsibility for
the overall operation of the regulated facility, such as the position of plant manager,
superintendent, position of êquivalent responsibility, or an individual or position
having overall responsibility for environmental matters. A duly authorized
representative may thus be either a named individual or any individual occupying a
named position.

3. Changes to authorization. If an authorizationunder parøgraph í/II.G.2 is no longer
accurate because a different individual or position has responsibility for the overall
operation of the facility, a new authorization satisfuing the requirem ents of paragraph
VII.G.2. must be submitted to the Director prior to or together with any reports,
information, or applications to be signed by an authorized representative.

4. Certification. Any person signing a document under this section shall make the following
certification:

"I certift under penalty of law that this document and all attachments were prepared
under my direction or supervision in accordance with a system designed to àssure that
qualified personnel properly gather and evaluate the information submitted. Based on my
inquiry of the person or persons who manage the system, or those persons directly
responsible for gathering the information, the information submitted is, to the best of my
knowledge and belief, true, accurate, and complete. I am aware that there are significant
penalties for submitting false information, including the possibility of fine and
imprisonment for knowing violations. "

H' PenaltiesforFalsificationof Reports. TheActprovides thatanypersonwhoknowingly
makes any false statement, representation, or certification in any record or other document
submitted or required to be maintained under this permit, including monitoring reports or
reports of compliance or noncompliance shall, upon conviction be punished by a fine of not
more than $10,000.00 per violation, or by imprisonment for not more than sixmonths per
violation, or by both.

Availabilitv of Reports. Except for data determined to be confidential under UAC R3I7-B-
3.2, all reports prepared in accordance with the terms of this permit shall be available for
public inspection at the office of Director. As required by the Act,permit applications,
permits and effluent data shall not be considered confîdential.

J. Oil and Hazardous Substance Liabilitv. Nothing in this permit shall be construed to preclude
the permittee of any legal action or relieve the permittee from any responsibilities, liâbilities,
or penalties to which the permittee is or may be subject :cf,r.der the Act.

K. Propertv Rights. The issuance of this permit does not convey any property rights of any sort,
or any exclusive privileges, nor does it authorize any injury to private properfy or any
invasion of personal rights, nor any infringement of federal, state or locallaws or regulations.

L' Severability. The provisions of this permit are severable, and if any provisions of this permit,
or the application of any provision of this permit to any circumstance, ir held invalid, tire
application of such provision to other circumstances, and the remainder of this permit, shall
not be affected thereby.

I.
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M. Transfers. This permit may be automatically transferred to a new permittee if:

1. The current permittee notifies the Director at least 20 days in advance of the proposed

transfer date;

2. The notice includes a written agreement between the existing and new permittee's

containing a specific date for transfer of permit responsibility, coverage, and liability
between them; and,

3. The Director does not notiff the existing permittee and the proposed new permittee of his

or her intent to modif,', or revoke and reissue the permit. If this notice is not received,

the transfer is effective on the date speciflred in the agreement mentioned inparagraph 2

above.

N. State or Federal Laws. Nothing in this permit shall be construed to preclude the institution of
any legal action or relieve the permittee from any responsibilities, liabilities, or penalties

esiabli,she{ pursuant to any applicable state law or regulation under authority preserved by

UCA 19-5-117 and Section 5 t0 of the Act or any applicable Federal or State transportation

regulations, such as but not limited to the Department of Transportation regulations'

O. Water Quality - Reopener Provision. This permit may be reopened and modified (following

p-p.r administrativè procedures) to include the appropriate effluent limitations and

òompliance schedule, if necessary, if one or more of the following events occurs:

l. Water Quality Standards for the receiving water(s) to which the permittee discharges are

modified in zuch a manner as to require different effluent limits than contained in this

permit.

2. A final wasteload allocation is developed and approved by the State and/or EPA for

incorporation in this Permit.

3. Revisions to the current CWA $ 208 areawide treatment management plans or

promulgations/revisions to TMDLs (40 CFR 130.7) approved by the EPA and adopted by

bWq *nirn calls for different effluent limitations than contained in this permit.

P.Bþ¡oli@.Thispermitmaybereopenedandmodified(following
p-p.. administrative procedures) to include the appropriate biosolids limitations (and

õompliance schedule, if necessary), management practices, other appropriate requirements to

protåct public health and the environment, or if there have been substantial changes (or such

änung"r are planned) in biosolids use or disposal practices; applicable management practices

or nrinericaf limitations for pollutants in biosolids have been promulgated which are more

stringent than the requirements in this permit; andlor it has been determined that the

perm-ittees biosolids ur" or land application practices do not comply with existing applicable

state of federal regulations.

e. Toxicitv Limitation - Reopener Provision. This permit may be reopened and modified- 
(øffÑng proper administrative procedures) to include, whole effluent toxicity (WET)

limitations,a compliance date, a õompliance schedule, a change in the whole effluent toxicity
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(biomonitoring) protocol, additional or modified numerical limitations, or any othêr
conditions related to the control of toxicants if one or more of the following events occur;

1. Toxicity is detected, as per Part I.C.3.a of this permit, during the duration of this permit.

2. The TRE results indicate that the toxicant(s) represent pollutant(s) thatmay be controlled
with specific numerical limits, and the Director agrees that numerical controls are the
most appropriate course of action.

3' Following the implementation of numerical control(s) of toxicant(s), the Director agrees
that a modified biomonitoring protocol is necessary to compensate for those toxicant that
are controlled numerically.

4. The TRE reveals other unique conditions or characteristics, which in the opinion of the
permit issuing authority justif, the incorporation of unanticipated special conditions in
the permit.

R. Storm Water-Reopener Provision. At any time during the duration (life) of this permit, this
permit may be reopened and modified (following proper administrative proceduies) as per
UAC R317.8, to include, any applicable storm water provisions and requirements, a storm
water pollution prevention plano a compliance schedule, a compliance date, monitoring and/or
reporting requirements, or any other conditions related to the control of storm water
discharges to "waters-oÊState".
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VIII. DEFINITIONS

A. Wastewater.

1. The "7-day (and weekly) average", other than for E. coli bacteria, fecal coliform bacteria,

and total coliform bacteria, is the arithmetic average of all samples collected during a

consecutive 7-day period or calendar week, whichever is applicable. Geometric means

shall be calculated for E. coli bacteria, fecal coliform bacteria, and total coliform bacteria.

The 7-day and weekly averages are applicable only to those effluent characteristics for

which there are /-day average effluent limitations. The calendar week, which begins on

Sunday and ends on Saturday, shall be used for purposes of reporting self-monitoring

data on discharge monitoring report forms. Weekly averages shall be calculated for all

calendar weeks with Saturdays in the month. If a calendar week overlaps two months

(i.e., the Sunday is in one month and the Saturday in the following month), the weekly

average calculated for that calendar week shall be included in the data for the month that

contains Saturday.

Z, The "30-day (and monthly) average," other than for E. coli bacteria, fecal coliform

bacteria and total coliform bacteria, is the arithmetic average of all samples collected

during a consecutive 30-day period or calendar month, whichever is applicable'

Geometric means shall be calculated for E. coli bacteria, fecal coliform bacteria and total

coliform bacteria. The calendar month shall be used for purposes of reporting self-

monitoring data on discharge monitoring report forms.

3. "Act," means the Utah Water Quality Act'

4. ,.Acute toxicity" occurs when 50 percent or more mortality is observed for either test

species atany effluent concentration (lethal concentration or "LC5s").

5. ..Bypass," means the diversion of waste streams from any portion of a treatment facility'

6. "Chronic toxicity" occurs when the IC25<63.4yo.

7. "IC25" is the concentration of toxicant (given in % effluent) that would cause a25%o

reduction in mean young per female, or a25%o reduction in overall growth for the test

population.

8. "Composite Samples" shall be flow proportioned. The composite sample shall, as a

minimìm, contain at least four (4) samples collected over the compositing period.

Unless otherwise specified, the time between the collection of the first sample and the

last sample shall nôt be less than six (6) hours nor more than24 hours. Acceptable

methods for preparation of composite samples are as follows:

a. Constant time interval between samples, sample volume proportional to flow tate at

time of samPling;

b. Constant time interval between samples, sample volume proportional to total flow

(volume) since last sample. For the first sample, the flow rate atthe time the sample

was collected maY be used;
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constant sample volume, time interval between samples proportional to flow (i.e.,
sample taken every ooX" gallons of flow); and,

d. Continuous sample volume, with sample collection rate proportional to flow rate.

9. "cwA," means The Federal lV'ater Pollution control Act, as amended,by The clean
lVater Act of 1987.

l0' "Daily Maximum" (Daily Max.) is the maximum value allowable in any single sample or
instantaneous measurement.

I 1. .'EPA," means the United States Environmental protection Agency.

12. "Director," means Director of the Division of Water euality.

13. A "grab" sample, for monitoring requirements, is defined as a single "dip and take,'
sample collected at a representative point in the discharge stream.

14. An "instantaneous" measurement, for monitoring requirements, is defined as a single
reading, observation, or measurement.

15. "Severe Property Damage," means substantial physical damage to properly, damage to
the treatment facilities which causes them to become inoperable, or substantial anã
permanent loss of natural resources which can reasonably be expected to occur in the
absence of a bypass. Severe property damage does not mean economic loss caused by
delays in production.

16. "Upset," means an exceptional incident in which there is unintentional and temporary
noncompliance with technology-based permit effluent limitations because of factors
beyond the reasonable control of the permittee. An upset does not include
noncompliance to the extent caused by operational error, improperly designed treatment
facilities, inadequate treatment facilities, lack of preventative maintenancé, or careless or
improper operation.

B. Biosolids.

1. "Biosolids," means any material or material derived from sewage solids that have been
biologically treated.

2. "Dry weight-Basis," means 100 percent solids (i.e. zero percent moisture).

3. "Land Application" is the spraying or spreading of biosolids onto the land surface; the
injection of biosolids below the land surface; or the incorporation of biosolids into the
land so that the biosolids can either condition the soil or fertilize crops or vegetation
grown in the soil. Land application includes distribution and marketing (i.e. the selling or
giving away of the biosolids).

c
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4. "Pathogen," means an organism that is capable of producing an infection or disease in a

susceptible host.

5. "Pollutant" for the purposes of this permit is an organic substance, an inorganic

substance, a combination of organic and inorganic substances, or pathogenic organisms

that after discharge and upon exposure, ingestion, inhalation, or assimilation into an

organism either directly from the environment or indirectly by ingestion through the

foód-chain, could on the basis of information available to the Administrator of EPA,

cause death, disease, behavioral abnormalities, cancer, genetic mutations, physiological

malfunctions (including malfunction in reproduction), or physical deformations in either

organisms or offspring of the organisms.

6. "Runoff is rainwater, leachate, or other liquid that drains over any part of a land surface

and runs offthe land surface.

7. "similar Container" is either an open or closed receptacle. This includes, but is not

limited to, a bucket, a box, a carton, and a vehicle or trailer with a load capacity of one

metric ton or less.

8. "Total Solids" are the materials in the biosolids that remain as a residue if the biosolids

are dried at 103" or 105o Celsius.

9. "Treatment Works" are either Federally owned, publicly owned, or privately owned

devices or systems used to treat (including recycling and reclamation) either domestic

sewage or a combination of domestic sewage and industrial wasl"e or liquid tllallure.

10. "Vector Attraction" is the characteristic of biosolids that attracts rodents, flies mosquitos

or other organisms capable of transporting infectious agents'

I l. "Animals" for the purpose of this permit are domestic livestock.

12. "Annual Whole Sludge Application Rate" is the amount of sewage sludge (dry-weight

basis) that can be applied to a unit area of land during a cropping cycle.

13. ,.Agronomic Rate is the whole sludge application rate (dry-weight basis) designed to: (1)

pro-uid" the amount of nitrogen needed by the crop or vegetation grown on the land; and

(Z¡ -ini.ire the amount of nitrogen in the sewage sludge that passes below the root zone

of the crop or vegetation grown on the land to the ground water'

14. ,,Annual Pollutant Loading Rate" is the maximum amount of a pollutant (dry-weight

basis) that can be applied to a unit area of land during a 365-day period.

15. ,.Application Site or Land Application Site" means all contiguous areas of a users'

property intended for sludge application.

16. ..Cumulative Pollutant Loading Rate" is the maximum amount of an inorganic pollutant

(dry-weight basis) that can be appliecl to a unit area of land.
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17. "Grit and screenings" are sand, gravel, cinders, other materials with a high specific
gravity and relatively large materials such as rags generated during preliminary treatment
of domestic sewage at a treatment works and shall be disposed of according fo 40 CFR
2s8.

18. "High Potential for Public Contact Site" is land with a high potential for contact by the
public. This includes, but is not limited to, public parks, ball fields, cemeteries, plant
nurseries, turf farms, and golf courses.

19. "Low Potential for Public Contact Site" is the land with a low potential for contact by the
public. This includes, but is not limited to, farms, ranches, reclamation areas, and other
lands which are private lands, restricted public lands, or lands which are not generally
accessible to or used by the public.

20. "Monthly Average" is the arithmetic mean of all measurements taken during the month.

21. "Yolatile Solids" is the amount of the total solids in sewage sludge lost when the sludge
is combusted at 550 degrees Celsius for l5-20 minutes in the presence of excess air.

C. Storm Water.

o'Best Management Practices" ("BMPs") means schedules of activities, prohibitions of
practices, maintenance procedures, and other management practices to prevent or reduce
the pollution of waters of the State. BMPs also include treatment requirements, operating
procedures, and practices to control facility site runofï, spillage or leaks, sludge or waste
disposal, or drainage from raw material storage.

2. "Coal pile runoffl'means the rainfall runoff from or through any coal storage pile.

3. "Co-located industrial activity" means when a facility has industrial activities being
conducted onsite that are described under more than one ofthe coverage sections of
Appendix 11in the General Multi-Sector Permit for Storm Water Discharges Associated
with Industrial Activity. Facilities with co-located industrial activities shall comply with
all applicable monitoring and pollution prevention plan requirements of each section in
which a colocated industrial activity is described.

4 "Commercial Treatment and Disposal Facilities" means facilities that receive, on a
commercial basis, any produced hazardous waste (not their own) and treat or dispose of
those wastes as a service to the generators. Such facilities treating and/or disposing
exclusively residential hazardous wastes are not included in this definition.

"Landfill" means an area of land or an excavation in which wastes are placed for
permanent disposal, and that is not a land application unit, surface impoundment,
injection well, or waste pile.

"Land application unit" means an areawhere wastes are applied onto or incorporated into
the soil surface (excluding manure spreading operations) for treatment or disposal.

5

6
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7. "Mutiuipal separate stonn sewer systcm" (largc ond/or modium) means all municipal

separate storm sewers that are either:

a. Located in an incorporated place (city) with a population of 100,000 or more as

determined by the latest Decennial Census by the Bureau of Census (at the issuance

date of this permit, Salt Lake Cþ is the only city in Utah that falls in this category);

or

b. Located in the counties with unincorporated urbanized populations of 100,000 or

more, except municipal separate storm sewers that are located in the incorporated

places, townships orìo*ns within such counties (at the issuance date of this permit

Salt Lake County is the only county that falls in this category); or

c. Owned or operated by a municipality other than those described in paragraph a. or h.

(above) and that are designated by the Director as part of the large or medium

municipal separate storm sewer system'

8. "NOI" means "notice of intent", it is an application form that is used to obtain coverage

under the General Multi-Sector Permit for Storm Water Discharges Associated with

Industrial Activity.

g. .'NOT" means "notice of termination", it is a form used to terminate coverage under the

General Multi-Sector Permit for Storm Water Discharges Associated with Industrial

Activity.

10. "Point source" means any discernible, confined, and discrete conveyance, including but

not limited to, any pipe, ditch, channel, tunnel, conduit, well, discrete fissure, container,

rolling stock, concéntrated animal feeding operation, landfill leachate collection system,

,r"r..f o, other floating craft from which pollutants are or may be discharged. This term

does not include return flows from inigated agriculture or agricultural storm water

runoff.

I 1. ,,Section 313 water priority chemical" means a chemical or chemical categories that:

a. Are listed at 40 CFR 372.65 pursuant to Section 313 of the Emergency Planning and

Community Right-to-Know Act (EPCRA) (also known as Title III of the Superfund

Amendments and Reauthorization Act (SARA) of 1986);

b. Are present at or above threshold levels at a facility subject to EPCRA Section 3I3

reporting requirements; and

c. Meet at least one of the following criteria:

(1) Are listed in Appendix D of 40 CFR Part 122 on either Table II (organic

priority pollutãnts), Table III (certain metals, cyanides, and phenols) or Table V
(certain toxic pollutants and hazardous substances);

Are listed as a hazardous substance pursuant to Section 3 I I þ) (2) (A) of the

CWA at 40 CFR 116.4; or
(2)
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(3) Are pollutants for which EPA has published acute or chronic water quality
criteria. See Appendix 111of this permit. This appendix was revised based on
final rulemaking EPA published inthe Federal Register November 30,1994.

12. "Significant materials" includes, but is not limited to: raw materials; fuels; materials
such as solvents, detergents, and plastic pellets; finished materials such as metallic
products; raw materials used in food processing or production;hazardots substances
designated under Section 101(14) of CERCLA; any chemical the facility is required to
report pursuant to EPCRA Section 313; fertilizers; pesticides; and waste products such as
ashes, slag and sludge that have the potential to be released with storm water discharges.

13. "Significant spills" includes, but is not limited to: releases of oil or hazardous substances
in excess of reportable quantities under Section 3t t of the Clean ll/ater Act (see 40 CFR
I10.10 and CFR 117.21) or Section 102 of CERCLA (see 40 CFR 302.4).

14. "Storm water" means storm water runoff snowmelt runoff, and surface runoff and
drainage.

15. "SWDMR" means "storm water discharge monitoring report", a report of the results of
storm water monitoring required by the permit. The Division of Water Quality provides
the storm water discharge monitoring report form.

16. "Storm water associated with industrial activity" (uAC R3L7-s-3.g(6)(c) & (d))means
the discharge from any conveyance that is used for collecting and conveying storm water
and that is directly related to manufacturing, processing or raw materials storage areas at
an industrial plant. The term does not include discharges from facilities or activities
excluded from the UPDES program. For the categories of industries identified in
paragraphs (a) through (j) of this definition, the term includes, but is not limited to, storm
water discharges from industrial plant yards; immediate access roads and rail lines used
or traveled by carriers of raw materials, manufactured products, waste material, or by-
products used or created by the facility; material handling sites; refuse sites; sites used for
the application or disposal of process waste waters (as defined in 40 CFR Part 401); sites
used for the storage and maintenance of material handling equipment; sites used for
residual treatment, storage, or disposal; shipping and receiving areas; manufacturing
buildings; storage areas (including tank farms) for raw materials, and intermediate and
finished products; and areas where industrial activity has taken place in the past and
significant materials remain and are exposed to storm water. For the categoiies of
industries identified in paragraph (k) of this definition, the term includes only storm water
discharges from all areas (except access roads and rail lines) listed in the previous
sentence where material handling equipment or activities, raw materials, intermediate
products, final products, waste materials, by-products, or industrial machinery are
exposed to storm water. For the purposes of this parugraph, material handling activities
include the storage, loading and unloading, transportation, or conveyance ofãny raw
material, intermediate product, finished product, by-product or waste product. The term
excludes areas located on plant lands separate from the plant's industrial activities, such
as office buildings and accompanying parking lots as long as the drainage from the
excluded areas is not mixed with storm water drained from the above described areas.
Industrial facilities (including industrial facilities that are Federally, State, or municipally
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owncd or opcroted that meet the description of the facilities listecl in paragraphs (a) to (k)

of this defrnition) include those facilities designated under UAC R317-8-3.8(1)(a)5. The

following categories of facilities are considered to be engaging in "industrial activity" for

purposes of this subsection:

a. Facilities subject to storm water effluent limitations guidelines, new source

performance standards, or toxic pollutant effluent standards under 40 CFR

Subchapter N (except facilities with toxic pollutant effluent standards that are

exempted under category ft) of this definition);

b. Facilities classifîed as Standard Industrial Classifications 24 (except2434),26
(except 265 and267),28 (except 283 and285),29,311,32 (except 323),33,3441,

373;

c. Facilities classified as Standard Industrial Classifications 10 through l4 (mineral

industry) including active or inactive mining operations (except for areas of coal

miningoperations no longer meeting the definition of a reclamation area undet 40

Cfn iSi.l t (t) because the performance bond issued to the facility by the appropriate

SMCRA authorþ has been released, or except for areas of non-coal mining

operations that have been released from applicable State or Federal reclamation

ráquirements after December 17,1990) and oil and gas exploration, production,

prócessing, or treatment operations, or transmission facilities that discharge storm

water contaminated by contact with or that has come into contact with, any

overburden, raw material, intermediate products, finished products, byproducts or

waste products located on the site of suuh uperatir:ns; inactive mining opcrations ore

mining sites that ate not being actively mined, but that have an identifiable

owner/operator;

d. Hazardous waste treatment, storage, or disposal facilities, including those that are

operating under interim status or a permit under Subtitle C of RCRA;

e. Landfills, land application sites, and open dumps that have received any industrial

wastes (waste thài is received from any of the facilities described under this

subsection) including those that are subject to regulation under Subtitle D of RCRA;

f. Facilities involved in the recycling of materials, including metal scrapyards, battery

reclaimers, salvage yards, and automobile junþards, including but limited to those

classified as Standard Industrial Classification 5015 and 5093;

g. steam electric power generating facilities, including coal handling sites;

h. Transportation facilities classified as Standard Industrial Classifications 40, 41,42

(except 4221-25),43,44,45 and 5171 that have vehicle maintenance shops,

èquipment cleaning operations, or airport deicing operations. Only those portions of
th; facility that are either involved in vehicle maintenance (including vehicle

rehabilitation, mechanical repairs, painting, fueling, and lubrication), equipment

cleaning operations, airport deicing operations. or that are otherwise identified under

pu.ugrupht (a) to (g) orlt¡ to (k) of this subsection are associated with industrial

activity;
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l. Treatment works treating domestic sewage or any other sewage sludge or wastewater
treatment device or system, used in the storage treatment, recycling, and reclamation
of municipal or domestic sewage, including land dedicated to the disposal of sewage

sludge that are located within the confines of the facility, with a design flow of 1.0

mgd or more, or required to have an approved pretreatment program under 40 CFR
Part 403. Not included are farm lands, domestic gardens or lands used for sludge
management where sludge is beneficially reused and that are not physically located
in the confines of the facility, or areas that are in compliance with 40 CFR Part 503;

j. Construction activity including clearing, grading and excavation activities except:
operations that result in the disturbance ofless than 5 acres oftotal land area that are

not part of a larger common plan of development or sale;

k. Facilities under Standard Industrial Classifications 20, 21, 22, 23,2434, 25, 265,267 ,

27,283,285,30,31 (except 3lI),323,34 (except 3441),35,36,37 (except 373),38,
39,4221-25, (and that are not otherwise included within categories (a) to O)

17. "Waste pile" means any non-containerized accumulation of solid, non-flowing waste that
is used for treatment or storage.
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FACT SHEET AND STATEMENT OF BASIS
ASHLEY VALLEY WATER RECLAMATION FACILITY

RENEWAL PERMIT: DISCHARGE' BIOSOLIDS & STORM WATER
UPDES PERMIT NUMBER: UT0025348

UPDES BIOSOLIDS PERMIT NUMBER: UTL-LZS34ï
UPDES MULTI.SECTOR STORM WATER GENERAL PERMIT NUMBER: UTROOOOOO

MAJOR MUNICIPAL

FACILITY CONTACT

Person Name:
Position:

Dean Gibbs
General Manager

Facility Name: Ashley Valley V/ater Reclamation Facility

Mailing and Facility Address P.O. Box 426
Vernal, UT 84078

Telephone (43s) 78e-980s

Actual Address 2200 South 4000 East
Vernal, UT 84078

DESCRIPTION OF FACILITY

Ashley Valley V/ater Reclamation Facility (AVWRF) has a design flow rcte of 4.7 million
gallons per day (MGD). This facility has a loading of 4,510 pounds per day for both BOD5 and
TSS with a design population equivalent of 18,540 that serves the Ashley Valley metropolitan
area, consisting primarily of the cities of Vernal, Naples, and Maeser in Uintah County- The
facility consists of a parshall flume, a mechanicalbar screen, a vortex grit removal system, two
oxidation ditches, two secondary clarifiers, and an ultraviolet (UV) disinfection system and
cascade aeration. The solids handling consists of an aerated solids handling basin, one belt press
for dewatering, and a biosolids storage pad. The latitude is 40"25'34" and longitude 109o2i,26-
with outfall STORET number 493741.

SUMMARY OF CHANGES FROM PREVIOUS PERMIT

'Water 
Quality adopted UAC R3l7-1-3.3, Technology-Based Phosphorus Effluent Limit

(TBPEL) Rule in 2014. The TBPEL rule as it relates to "non-lagoon" wastewater treatment
plants establishes new regulations for the discharge of phosphorus to surface waters and is self-
implementing. The TBPEL rule includes the following requirements for non-lagoon wastewater
treatment plants:
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The TBPEL requires that all non-lagoon wastewatcr trcatment works disoharging wastewater to

surface waters õf tn" state shall provide treatment processes which will produce effluent less than

or equal to an annual mean of 1.0 mglL for total phosphorus. This TBPEL shall be achieved by

January I,2020.

The TBPEL discharging treatment works are required to implement, at a minimum, monthly

monitoring of the following beginning July 1, 2015:

R317-1-3.3, D, I Influent for total phosphorus (as P) and total Kjeldahl nitrogen (as N)
concentrations;

R3 1 7- 1 -3 .3 , D, 2. Effluent for total phosphorus and orthophosphate (as P), ammonia,

nitrate-nitrite and total Kjeldahl nitrogen (an N);

In R3l7-1-3.3,D,3 the rule states that all monitoring shall be based on 24-hour composite

samples by use of an automatic sampler or a minimurrt of four grab samples collectcd a

minimum of two hours apart.

DISCHARGE

DESCRIPTION OF DISCHARGE

AVWRF has been reporting selt'-monitoring results on Discharge Monitoring Rcpurts on a

monthly basis. A summary of the last 3 years of data is attached and there were no significant

violations.

Outfall
001

Description of Discharge Point
forut.¿ at latitude 40o25'34- and longitude 109"27'26". The discharge is

through a 3g-inch diameter gravity flow pipe leading from the cascade aeration

basin to an unnamed ditch and hence to Ashley Creek.

RECEIVING WATERS AND STREAM CLASSIFICATION
The final discharge from the AVWRF flows into Ashley Creek, thence to the Green River.

Ashley Creek is classified as2B,3B, and 4,the Green River is classified as lC, 2F.,38, and4

according b rJtuh Adminisnative Code (UAC) R3I7-2-l3:

Class 1C -- protected for domestic purposes with prior treatment by treatment processes as

required by the Utah Division of Drinking Water'

Class 2B -- protected ior infrequent primary contact recreation. Also protected for secondary

contact recreation where there is a low likelihood of ingestion of water or a low

degree of bodily contact with the water. Examples include, but are not limited to,

wading, hunting, and fishing.

Class 38 -- protected for warm water species of game fish and other warm water aquatic life'

including the necessary aquatic organisms in their food chain.

Class 4 -- Protecteã for agricultural uses including inigation of crops and stock watering.
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BASIS FOR EFFLUENT LIMITATIONS
Limitations on total suspended solids (TSS), biochemical oxygen demand (BOD5), E. coli,pH
and percent removal for BOD5 and TSS are based on current Utah Secondary Treatment
Standards, UAC R3l7 -l-3.2. The oil and grease is based on best professional judgment (BpJ).
Attached is a'Wasteload Analysis for this discharge into Ashley Creek. It has been determined
that this discharge will not cause a violation of water quality standards. An Antidegradation
Level II review was completed by AVV/RF and was submitted as an addendum to the
application form. The permittee is expected to be able to comply with these limitations.

Total dissolved solids (TDS) limitations are based upon Utah'Water Quality Standards for
concentration values and the Colorado River Basin Salinity Control Forum (CRBSCF) for mass
loading values when applicable as authoriz ed in UAC R3 17-2-4. CRBSCF has established a
policy for the reasonable increase of salinity for municipal discharges to any portion of the
Colorado River stream system that has an impact on the lower main stem. The CRBSCF policy
entitled "NPDES Permit Program Policy for Implementation of Colorado River Salinity
Standards" (Policy), with the most current version dated October 2014, states that the
incremental increase in salinity shall be 400 mglL or less, which is considered to be a reasonable
incremental increase above the flow weighted average salinity of the intake water supply.

AVWRF submitted a technical memorandum dated April 20, 2010 summarizingthe findings of
the inflow and infiltration study, as well as the feasibility of implementing a TDS treatmeni
system. As stated in the memo, the facility averages 426 mglL incremental increase over the
extremely low culinary source concentration of 89 mg/L. Even though effluent TDS
concentrations are relatively low, the high flow volumes make it impracticable for the facility to
meet a 1-ton/day ot 366 tons/year loading requirement if that were to be included in their permit
at any time in lieu of the incremental increase requirement.

Over the last permit cycle, AVV/RF has pushed for improvements from each entity that owns
and operates portions of the collection system. This has resulted in improvements io the plant's
effluent TDS concentration, which for 2014 averages 507 mglLwith á monthly peak of 62S
mglL and for 2015 averages 467 mglL with a monthly peak of 660 mglL,wittrtñe latter being
below the CRBSCF fresh water waiver policy clause of 500 mglL,bui is also substantially leãs
than the upstream TDS concentrations in the receiving waters of Ashley Creek. Further
treatment costs are not practicable as demonstrated in the memo due to the high costs of RO
operations. Upon review of this technical memorandum, the permitting authoiity has concluded
that AVWRF has adequately demonstrated an exemption to the CRBSCF Policyrequirement of
achieving a400 mglL incremental increase for TDS at this time. Based upon these
considerations and in the permitting authority's BPJ, the TDS incremental increase and loading
requirements have not been included in AVV/RF's permit.

Regarding a daily maximum TDS concentration limit for inclusion in their renewal permit, DWe
agrees that the proposed limit of 760 mglL is reasonable based upon BPJ, which is sìgnificantly 

-

less than the current in stream TDS v/ater euality standard of 1200 mglL.
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Reasonable Potential AnalYsis
Since January !,2016,DV/Q has conducted reasonable potential analysis (RP) on all new and

renewal applications received after that date. RP for this permit renewal was conducted

following ùWQ's September 10,2015 Reasonable Potential Analysis Guidance (RP Guidance).

A quantitative Rp analysis was performed to determine if there was reasonable potential for the

disðharge to exceed the applicable water quality standards. Based on the RP analysis, there were

no paraireters that exceeãed the most stringent chronic water quality standards. In addition, a

number of constituents had detection limits near or greater than the calculated wasteload numeric

criteria. Since the majority of sample analysis was non-detect, AVWRF will be required to use

testing methods in which the minimum detection limit is below those listed in Part II.A of the

permiì. Last, the frequency of this sampling will be increased from annual to semi-annual.

The permit limitations are:

Parameter

Effluent Limitations *a

Maximum
Monthly

Avg

Maximum
V/eekly

Avg

Yearly
Average

Daily
Minimum

Daily
Maximum

Total Flow 4.7

BOD5, mglL
BODs Min. Yo Removal

25

85

35

TSS, mg/L
TSS Min. o/o Removal

25

85

3s

Dissolved Oxygen, mglL 5.5

Total Ammonia (as N),
mglL

Summer (Jul-SeP)

Fall(OctDec)
Winter (Jan-Mar)
Spring (Apr-Jun)

2.8
4.t
5.8
3.9

10.7

1 1.6

19.4
1 1.6

E, coli, No./100mL 126 157

WET, Chronic
Biomonitoring lCzs>63.4o/o

Oil & Grease, mglL 10.0

pH, Standard Units 6.5 9

TDS, mg/L 760

SELF-MONITORING AND REPORTING REQUIREMENTS
The permit will require repofts to be submittcd monthly and annually, as applicable, on

Disc'harge Monitoring Report or NetDMR (DMR) forms due 28 days after the end of the
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monitoring period. Lab sheets for biomonitoring must be attached to the biomonitoring DMR.
Lab sheets for metals and toxic organics must be attached to the DMRs.

*a See Definitíons, Part VIII,for definition of terms.

*b Flow measurements of influent/effluent volume shall be made in such a manner
that the permittee can affirmatively demonstrate that representative values are
being obtained.

SelÊMonitoring and Reoortins Requirements *a
Parameter Frequency Sample Tvpe Units

Total Flow *b, *c Continuous Recorder MGD
BODs,Influent *d

Effluent
2 x Week
2 x V/eek

Composite
Composite

mglL
melL

TSS,Influent *d
Effluent

2 x Week
2 x Week

Composite
Composite

mglL
melL

E. coli 2 x Week Grab No./l00mL
pH 5 x V/eek Grab SU

Total Ammonia (as N) 2 x Week Composite ms,lL
DO 5 x Week Grab mglL

Selenium Monthly Grab ms,lL
WET - Biomonitoring

Ceriodaphnia - Chronic
Fathead Minnows - Chronic

Itt & 3'd Quarter
2"d &,4ú Quarter

Composite
Composite

Pass/Fail
Pass/Fail

Oil & Grease *e When Sheen is Observed Grab melL
Orthophosphate, (as P) *f

Effluent Monthly Composite mg,lL
Phosphorus, Total, *f

Influent
Effluent

Monthly
Monthly

Composite
Composite

mglL
melL

Total Kjeldahl Nitrogen,
TKN (as N) *f

Influent
Effluent

Monthly
Monthly

Composite
Composite

mglL
melL

Nitrate, NO3 *f Monthly Composite mglL
Nitrite, NO2 xf Monthly Composite melL

TDS, mg/L Monthly Composite mglL
Metals,Influent

Effluent
2xYear
2xYear

Composite
Composite

mglL
mglL

Organic Toxics Annually Grab melL

{'c If the rate of discharge is controlled, the rate and duration of discharge shall be
reported.
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In addition to monitoring the final discharge, influent samples shall be taken and

analyzed,for this constituent at the same frequency as required for this constituent

in the discharge.

Oil & Grease sampled when sheen is present or visible. If no sheen is present or visible,

report NA.

These reflect changes required with the adoption of UCA R317-1-3.3, Technology-based

Phosphorus Effluent Limit rule.

{<e

{'f

BIOSOLIDS

For clarification purposes, sewage sludge is considered solids, until treatment or testing shows

that the solids u.. ,uf., and meet benefîcial use standards. After the solids are tested or treated,

the solids are then known as biosolids. Class A biosolids,nãy be used for high public contact

sites, such as home lawns and gardens, parks, or playing fields, etc. Class B biosolids may be

used for low public contact sites, such as farms, rangeland, or reclamation sites, etc.

SUBSTANTIAL BIOSOLIDS TREATMENT CHANGES

During pervious permit cycles, AVWRF practiced compositing and distribution of biosolids on

site. tn iOf O tn.y started burying the biosolicls during winter months. Starting in 2013 they

halted the compósting practióe altogether and started disposing of the solids at the onsite landfill.

DESCRIPTION OF TREATMENT AND DISPOSAL

AVWRF submiued their 2015 annual biosolids report on February 8,2016. The report states the

permittee produced 549 dry metric tons (DMT) of solids. The solids are transferred to the onsite

landfill (Ashely Valley WRF Landfill).

The solids are stabilized in oxidation ditch, with a solids retention time of 20-30 days in the

basins. Solids are dewatered by belt presses to about 15 percent solids and transferred to a drying

pad for further drying. The solids are finally transferred to an onsite landfill.

SELF-MONITORING REQUIREMENTS

Under 40 CFR 503.I6(a)(1), the self-monitoring requirements are based upon the amount of
biosolids disposed per year and shall be monitored according to the chart below.
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Minimum Frequency of Monitorine (40 CFR Part 503.1 6,503.26. and 503.46)
Amount of Biosolids Disposed Per Year Monitoring Frequency
Dry US Tons Dry Metric Tons Per Year or Batch
> 0 to <320 > 0 to <290 Once Per Year or Batch

> 320 to < 1650 > 290 to < 1,500 Once a Quarter or Four Times
> 1,650 to < 16,500 > 1,500 to < 15,000 Bi-Monthly or Six Times

> 16,500 > 15,000 Monthly or Twelve Times

In20l5, AVV/RF disposed of 549 DMT of biosolids, accordingly they should sample at least
four times ayear. However, AVV/RF transfers the biosolids to its otrsit" landfill and us long as
they continue to do this, they are only required to sample according to 40 CFR 258 and their
landfill permit. If they switch treatment and disposal methods in the future to land application,
they will return to the required frequency under 40 CFR 503 of four times per year.

Landfill Monitoring
Under 40 CFR 258,the landfill monitoring requirements include a paint filter test. If the
biosolids do not pass a paint hlter test, the biosolids cannot be disposed in the sanitary landfill
(40 CFR 258.28(c)(l). AVWRF disposed of 549 DMT of biosolids at the AVWRFW-RF
Landfill.

BIOSOLIDS LIMITATIONS

Heavy Metals

Class A Biosolids for Home Lawn and Garden Use
The intent of the heavy metals regulations of Table 3,40 CFR 503.13 is to ensure the heavy
metals do not build up in the soil in home lawn and gardens to the point where the heavy metals
become ph¡otoxic to plants. The permittee will be required to produce an information sheet (see
Part III C. of the permit) to made available to all people who are receiving and land applying
Class A biosolids to their lawns and gardens. If the instructions of the information sheet are 

-
followed to any reasonable degree, the Class A biosolids will be able to be land applied year
after year, to the same lawns and garden plots without any deleterious effects to tñè environment.
The information sheet must be provided to the public, because the permittee is not required, nor
able to track the quantity of Class A biosolids that are land applied to home lawns and gardens.

Class A Requirements With Regards to Heaw Metals
If the biosolids are to be applied to a lawn or home garden, the biosolids shall not exceed the
maximum heavy metals in Table 1 and the monthly average pollutant concentrations in Table 3
(see Table I and Table 3 below). If the biosolids do not meet these requirements, the biosolids
cannot be sold or given away for applications to home lawns and gardèns.

Class B Requirements for ture and Sites
The intent of the heavy metals regulations of Tables 1,2 and,3, of 40 CFR 503.1-j is to ensure
that heavy metals do not build up in the soil at farms, forest land, and land reclamation sites to
the point where the heavy metals become ph¡otoxic to plants. The permittee will be required to
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produce an intbrmation sheet (see Part III. C. of the permit) to be handed out to all people who

are receiving and land applying Class B biosolids to farms, ranches, and land reclamation sites

(if biosolids are only uppiied to land owned by the permittee, the information sheet requirements

àe waived). If the Ulosoti¿s are land applied according to the regulations of 40 CFR 503.I3,to

any reasonable degree, the Class B biosolids will be able to be land applied year after year, to the

same farms, ranchès, and land reclamation sites without any deleterious effects to the

environment.

Class B Requirements With Reeards to Heavy Metals

If the biosolids are to be land applied to agricultural land, forest land, a public contact site or a

reclamation site it must meet at all times:

The maximum heavy metals listed in 40 CFR Part 503. I 3 þ) Table I and

the heavy metals loading rates in 40 CFR Part 503.13þ) Table 2; or

The maximum heavy metals in 40 cFR Part 503.13(b) Table 1 and the

monthly heavy metals concentrations in 40 CFR Part 503.13(b) T'able 3.

Tables 1,2, and 3 of Heavy Metal Limitations

Pollutant CFR Part 503.1 Mass Basis

Heavy Metals Table 1 Table2

CPLR1,
(mg/ha)

Table 3 Table 4

Ceiling Conc.
Limits,
(me/ke)

Pollutant
Conc. Limits,

(me/kg)

APLR¿,
(mg/ha-yr)

Total Arsenic 75 4l 4l 4t

Total Cadmium 85 39 39 39

Total Copper 4300 1500 1 500 I 500

Total Lead 840 300 300 300

Total Mercury 57 l7 t7 t7

Total Molybdenum 75 N/A N/A N/A

Total Nickel 420 420 420 420

Total Selenium 100 100 100 100

TotalZinc 7500 2800 2800 2800

Any violation of these limitations shall be reported in accordance with the requirements of Part

ilI.þ.1. of the permit .If the biosolids do not meet these requirements they cannot be land applied.

Pathogens

The Pathogen Control class listed in the table below must be met;

t CPLR -- Cumulative Pollutant Loading Rate
2 APLR - Annual Pollutant Loading Rate
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Pathogen Control Class
Class A Class B

B Salmonella species -less than three (3)
MPN'per four (4) grams total solids (or
less than 1,000 fecal coliforms per gram
total solids)

Fecal Coliforms -less than 2,000,000
colony forming units (CFU) per gram total
solids

Enteric viruses -less than one (1) MPN (or
plaque forming unit) per four (4) grams
total solids
Viable helminth ova -less than one (1)
MPN per four (4) grams total solids

Class A urements for Home Lawn and Garden Use
If biosolids are land applied to home lawns and gardens, the biosolids need to be treated by a
specific process to further reduce pathogens (PFRP), and meet a microbiological limit of lêss
than less than 3 most probable number (MPN) of Salmonella per 4 grams oflotal solids (or less
than 1,000 most probable number (MPN/g) of fecal coliform per gram of total solids) to ùe
considered Class A biosolids.

AVWRF does not intend to give away biosolids for land application on home lawns or gardens,
and will therefore not be required to meet PFRP. If the permittee changes their intentions in the
future, they will need to meet a specific PFRP, the Director and the EPA must be informed at
least thirty (30) days prior to its use. This change may be made without additional public notice.

The practice of sale or giveaway to the public is an acceptable use of biosolids of this quality as
long as the biosolids continue to meet Class A standards with respect to pathogens. If the
biosolids do not meet Class A pathogen standards the biosolids cannot bè soldìr given away to
the public, and the permittee will need find another method of beneficial use or disposal.

Pathogens Class B
If biosolids are to be land applied for agriculture or land reclamation the solids need to be treated
by a specific process to significantly reduce pathogens (pSRp).

AVWRF does not intend to land apply the biosolids and will therefore not be required to meet
PSRP. If the permittee intends to land apply in the future, they will need to meet a specific
PSRP, the Director and the EPA must be informed at least thirty (30) days prior to iis use. This
change may be made without additional public notice.

Vector Attraction Reduction (VAR)
If the biosolids are land applied AVWRF will be required to meet VAR through the use of a
method of listed under 40 CFR 503.33. AVWRF does not intend to land apply the biosolids and
will therefore not be required to meet VAR. If the permittee intends to land ãpply in the future,
they need to meet one of the listed alternatives in 40 CFR 503.33,the Directoiand the EpA must

3 MPN -Most Probable Number
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be informed at least thirty (30) days prior to its use. This change may be made without

additional public notice.

If the biosolids do not meet a method of VAR, the biosolids cannot be land applied.

If the permittee intends to use another one of the listed alternatives in 40 CFR 503'33, the

Directoì and the EpA must be informed at least thirty (30) days prior to its use. This change may

be made without additional public notice

Landfill Monitoring
Under 40 CFR 25g, the landfill monitoring requirements include a paint filter test to determine if
the biosolids exhibit free liquid. If the biosolids do not pass a paint filter test, the biosolids

cannot be disposed in the sanitary landfill (40 CFR 258.28(c)(I)'

Record Keeping
Ttr*""rd k""ptng requiremcnts from 40 CFR 503.17 is included under Part III.G. of the

permit. The amlunr ofìirne the records must be maintained are dependent on the quality of the

üiosolids in regards to the metals concentrations. If the biosolids continue to meet the metals

limits of Tabti 3 of 40 CFR 503.I3, and are sold or given away the records must be retained for a

minimum of five years. If the biosolids are disposed in a landfill the records must retained for a

minimum of five years.

Reporting
AVWRF must report annually as required in 40 CFR 503.18. This report is to include the results

of all monitoring performed in accordance with Part III.B oÍthe permit, information on

management prictices, biosolids treatment, and certifications. This report is due no later than

February I 9 of each year. Each report is for the previous calendar year.

MONITORING DATA

Metals Monitoring Data

@ampleformetalsatleastfourtimesayear,in20|5allbiosolidswere
disposed of in à landfill, theiefore the requirement to sample for metals is waived.

Pathogen Monitoring Data
AVWRF was not t.frit.d to monitor for pathogens, therefore there is not any monitoring data.

STORM WATER

STORMWATER REQUIREMENTS
Storm water provisions are included in this combined UPDES permit.

The storm water requirements are based on the UPDES Multi-Sector General Permit for Storm

water Discharges for Industrial Activity, General Permit No. uTR000000 (MSGP). All sections



Ashley Valley FSSOB
uT0025348

Page 11

of the MSGP that pertain to discharges from wastewater treatment plants have been included and
sections which are redundant or do not pertain have been deleted.

The permit requires the preparation and implementation of a storm water pollution prevention
plan for all areas within the confines of the plant. Elements of this plan are requireã to include:

1. The development of a pollution prevention team:
2. Development of drainage maps and materials stockpiles:
3. An inventory of exposed materials:
4. Spill reporting and response procedures:
5. A preventative maintenance program:
6. Employee training:
7. Certíftcation that storm water discharges are not mixed with non-storm water discharges:
8. Compliance site evaluations and potential pollutant source identification, and:
9. Visual examinations of storm water discharges.

AVWRF is currently covered under the UPDES Multi Sector General Permit for Industrial
Activities.

PRETREATMENT REOUIREMENTS

AVWRF has not been designated for pretreatment program development because it does not
meet conditions which necessitate a full program. The flow through the plant is less than five (5)
MGD, there are no categorical industries discharging to the treatment facility, industrial
discharges comprise less than 1 percent of the flow through the treatment facility, and there is no
indication of pass through or interference with the operation of the treatment Acitity such as
upsets or violations of the POTW's UPDES permit limits.

Although the permittee does not have to develop a State-approved pretreatment program, any
wastewater discharges to the sanitary sewer are subject to Federal, State and locàl rãgulations.
Pursuant to Section 307 of the Clean Water Act, the permittee shall comply with ail ãpplicable
Federal General Pretreatment Regulations promulgated, found in 40 CFR 403 and the State
Pretreatment Requirements found in UAC R317-8-8.

An industrial waste survey (IWS) is required of the permittee as stated in Part II of the permit.
The IWS is to assess the needs of the permittee regarding pretreatment assistance. The IV/S is
required to be submitted within sixty (60) days after the issuance of the permit. If an Industrial
User begins to discharge or an existing Industrial User changes their disõharge the permittee
must resubmit an IWS no later than sixty days following the introduction or ónangè as stated in
Part II of the permit.

It is required that the permittee submit for review any local limits that are developed to the
Division of Water Quality for review. If local limits are developed it is required that the
permittee perform an annual evaluation of the need to revise oidevelop teõhnically based local
limits for pollutants of concem, to implement the general and specific prohibitio ns 40 CFR, part
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403.5(a) and part 403.5(b). This evaluation rnay indicate that prcscnt local limits are suffioiently

protective, need to be revised or should be developed.

BIOMONITORING REQUIREMENTS

A nationwide effort to control toxic discharges where effluent toxicity is an existing or potential

concern is regulated in accordance with the State of Utah Permitting and Enforcement Guidance

Document foi Wtrole Effluent Toxicity Control (biomonitoring). Authority to require effluent

biomonitoring is provided in Permit Conditions, UAC F(3l7-8-4.2, Permit Provisions, UAC

R3l7-8-5.3 and Water Quality standards, UAC R317-2-5 and R317 -2-7.2.

Since the permittee is a major municipal discharger, the renewal permit will require whole

effluent toxicity (WET) testing. As a result of AVWRF being 100% of the flow in the receiving

stream, chronic testing will be required using a five dilution test, and establishing a percent

eflluent equivalent toãn ICzs. AVWRF will pass the the chronio WET test if the ICzs>63.4Vu.

Chronic WET tests will be completed quarterly altemating between Ceriodaphnia dubia antl
pimephales promelas (fathead minnows). Since AVWRF has consistently passed their acute

t.sin--g, no WEf [ntits will be required. A wET reopener section is included in the boilerplate

of the permit which allows for the permit to be opened and modified following proper

administrative procedures.
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PERMIT DURATION

It is recommended that this permit be effective for a duration of five (5) years.

Drafted by
Matthew Garn, Discharge
Daniel Griffin, Biosolids

Jennifer Robinson, Pretreatment
Michael George, Storm V/ater

Ken Hoffrnan, Reasonable Potential Analysis
Dave Wham,'Wasteload Analysis

Utah Division of Water Quality, (S01) 536-4300

PUBLIC NOTICE

Began: October ll,2016
Ended: November Il. 2016

The Public Noticed of the draft permit was published in the vernal Express.

There were no comments received during the public notice period.

ADDENDUM TO F'SSOB

During finalization of the Permit certain dates, spelling edits and minor language corrections
were completed. Due to the nature of these changes they were not considerõd tvtajor and the
permit is not required to be re Public Noticed.

DWQ-2016-012s66
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ATTACHMENT 1

Industrial Waste Survey
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Industrial Pretreatment \ilastewater Survey

Do you periodically experience any of the following treatment works problems:
foam, floaties or unusual colors
plugged collection lines caused by grease, sand, flour, etc.
discharging excessive suspended solids, even in the winter
smells unusually bad
waste treatment facility doesn't seem to be treating the waste right

Perhaps the solution to a problem like one of these may lie in investigating the types and amounts of
wastewater entering the sewer system from industrial users.

An industrial user (IU) is defined as a non-domestic user discharging to the waste treatment facility which
meets any of the following criteria:

1. has a lot of process wastewater (5"/. of the flow at the waste treatment facility or more than
25,000 gallons per work day.)

Examples: Food processor, dairy, slaughterhouse, industrial laundry.

2. is subject to Federal Categorical Pretreatment Standards;

Examples: metal plating, cleaning or coating of metals, blueing of metals, aluminum extruding,
circuit board manufacturing, tanning animal skins, pesticide formulating õr
packaging, and pharmaceutical manufacturing or packaging,

3. is a concern to the POTW.

Examples: septage hauler, restaurant and food service, car wash, hospital, photo lab, carpet
cleaner, commercial laundry.

All users of the water treatment facility are prohibited from making the following types of discharges:

l. A discharge which creates a fire or explosion hazard in the collection system.

2. A discharge which creates toxic gases, vapor or fumes in the collection system.

3' A discharge of solids or thick liquids which creates flow obstructions in the collection system.

4. An acidic discharge (low pH) which causes corrosive damage to the collection system.

5' Petroleum oil, nonbiodegradable cutting oil, or products of mineral oil origin in amounts that will
cause problems in the collection system or at the waste treatment facility.

6. Waste haulers are prohibited from discharging without permission. (No midnight dumping!)



When the solution to a sewer system problem may be found by investigating the types and amounts of
wastcwater. eutering the sewer systcm dischorged from IUs, it's appropriate to conduct an Inclustrial

Waste Survey.

An Industrial Waste Survey consists of:

Step 1: Identifu Industrial Users

Make a list of all the commercial and industrial sewer connections.

Sources for the list:
business license, building permits, water and wastewater billing, Chamber of
Commerce, newspaper, telephone book, yellow pages.

Split the list into two groups:

domestic wastewater only--no fuither information needed

everyone else (IUs)

Step 2: Preliminary InsPection

Go visit each IU identified on the "everybody else" list.

Fill out the Preliminary Inspection Form during the site visit.

Step 3: Informing the State

Please fax or send a copy of the Preliminary inspection form (both sides) to

Jennifer Robinson

Division of Water Quality
288 North 1460 West
P.O. Box 144870
salt Lake ciry, uT 84114-4870

Phone: (801) 536-4383
Fax: (801) 536-4301
E-mail: jenrobinson@utah.gov



Name of Business
Address

PRELIMINARY INSPECTION FORM
INSPECTION DATE I I

Person Contacted
Phone Number

Description of Business

Principal product or service:

Raw Materials used:

Production process is: [ | Batch [ ] Continuous t

Is production subject to seasonal variation? [ I yes t
If yes, briefly describe seasonal production cycle.

lBoth

lno

This facility generates the following types of wastes (check all that apply):

1. I lDomesticwastes
2. I ] Cooling water, non-contact
4. I I Cooling water, contact
6. [ ] EquipmentÆacilitywashdown
8. [ | Storm water runoff to sewer

'Wastes are discharged to (check all that apply):

[ ] Sanitary sewer
[ | Surface water
[ ] Waste haulers
[ | Other (describe)
Name of waste hauler(s), if used

(Restrooms, employee showers, etc.)
3. [ ] BoilerlTower blowdown
5. [ | Process
7. I I Air Poltution Control Unit
9. I lOtherdescribe

[ ] Storm sewer

[ | Ground water
[ | Evaporation

Is a grease trap installed?
Is it operational?

Yes No
Yes No

Does the business discharge a lot of process wastewater?
o More than 5o/o olthe flow to the waste treatment facility?
¡ More than 25,000 gallons per work day?

Yes No
NoYes



Does the business do any of the following:

[ ]Adhesives
[ ] Aluminum Forming
[ ] Battery Manufacturing
[ ] Copper Forming
[ ] Electric & Electronic Components

[ ] Explosives Manufacturing
[ ] Foundries
[ ] Inorganic Chemicals Mfg. or Packaging

[ ] Industrial Porcelain Ceramic Manufacturing

[ ]Iron&Steel
[ ] Metal Finishing, Coating or Cleaning

[ | Mining
[ ] Nonferrous Metals Manufacturing
[ ] Organic Chemicals Manufacturing or Packaging

[ ] Paint & Ink Manufacturing
[ ] Pesticides Formulating or Packaging

[ ] Petroleum Refining
[ ] Pharmaceuticals Manufacturing or Packaging

[ ] Plastics Manufacturing
[ ] Rubber Manufacturing
[ ] Soaps & Detergents Manufacturing
[ ] Steam Electric Generation

[ ] Tanning Animal Skins

[ | Textile Mills

Are any process changes or expansions planned during the next three years? Yes No

If yeso atiactr a separate sheet to this form describing the nature of planned changes or

expansions.

Inspector

Waste Treatment FacilitY

Please send a copy of the preliminary inspection form (both sides) to:

Jennifer Robinson
Division of Water QualitY
P. O. Box 144874
Salt Lake City, Utah 84114'4870

II
tl
tl
tl
I1
tltltltI
II

Car \üash
Carpet Cleaner
Dairy
Food Processor
Hospital
Laundries
Photo Lab
Restaurant & Food Service
Septage Hauler
Slaughter House

Phone:
X'ax:

E-Mail:

(801) s36-4383
(801) s36-4301

jenrobinson@utah.gov



X'acility Description
Total Average

Facility Flow (gpd)
Total Average

Process Flow (gpd)
Categorical

Standard Number
SIC

Codes
JurisdictionIndustrial User

1

2

J

4

5

6

7

8

9

10

il
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Wasteload Analysß





Utah Division of Water Quality
Statement of Basis
ADI}ENDUM
Wasteload Analysis and Antidegradation Level r Review - PRELIMINARY

Date: March 1612Ûl

Prepared by: I)ave
Standards Seryiccs

Facility: Ashley Valley Water Reclamation
UPDES No. UT-0025348
Outfall00l

Receivingwater: AshleyCreek(28,38,4

This addendum summarizes the wasteload that was performed water
quality based effluent limits (WeBEL) forthis w anal performed to
determine point source effluent designated uses by
evaluating projected effects of water . The
wasteload analysis also takes into uses (UAC R317-2-8).
Proj ected concentrations are to determine
acceptability. The numeric criteria in modified by narrative
criteria and other

Quality.

Discharge

Outfall00l

is 4.7 MGD

The receiving is Ashley Creek which is tributary to the Green River

Ashely Creek's uses, as per UAC R317-2-13.1.b, Ashley Creek and
tributaries, from Green River to Steinaker diversion, arc28,3B,4.

The for

o Class 28 - Protectedfor infrequent prímary contact recreation, Also protectedfor
secondary.contact leøeationwhere there is a low likelihood of ingeitfo" o¡iott o, o
low degree of bodily contact wíth the water. Examples ínclude, but are not límited to,
wading, hunting, and fìshing.

Class 38 - Protectedfor warm water specìes of game Jìsh and other warm water aquatic
Iife, including the necessary aquatic oigantsmi n theírþod chain.

o

Outfall
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Utah Division of Water Quality
Wasteload Analysis
Ashley Valley rilater Reclamation Facility
UPDES No. UT-0025348

¡ Class 4 -- Prote.cte.dlbr agricultural uses includíng irrigation of qops and stock

watering.

Typically, the critical flow for the wasteload analysis is considered the lowest stream flow for

réuen consecutive days with a ten year return frequency (7Q10). Due to a lack of flow records

for Ashley Creek, the 20Ú percentile of available flow nreasurements was calculated for the

period of record to approximate the 7Ql0 low flow condition. The source of flow data was

bWq sampling station #4937440,4sh1ey Creek above Ashley Valley V/WTP (2000-2011)' The

critical low flow condition for Ashley Creek is 4.2 cfs.

Ambient Butterfield Creek water quality was characteÅzedbased on samples collected from

DWQ sampling station # 49374fi},Ashley Creek above Ashley Valley V/WTP (2000-2011).

TMDL
AJ[t.y Creek is listed as impaired for total dissolved solids (TDS), selenium, and aluminum

ac"oráittg to Utah's 2014 303(d) Water Quality Assessment. A TMDL has not been completed

for theseionstituents and this time. Water quality based effluent limits (WQBELs) for these

constituents will be set at the applicable water quality standards with no allowance for mixing.

Mixing Zone '
thrrt ur,i*u* allowable mixing zone is 15 minutes of travel time for acute conditions, not to

exceed 50% of stream width, and 2,500 feet for chronic conditions, per UAC R3 I 7-2-5. Water

quality standards must be met at the end of the mixing zone.

For Outfatl 001, the effluent was consider to be totally mixed as the ratio of river flow (7Q10) to

discharge flow was .58 (<:2). Acute limits were calculated using 50% of the seasonal critical

low flow.

Parameters of Concern
Th. p"t*t'*t paramet"ts of concem identified for the discharge/receiving water were ammonia,

aluminum, TDS, and selenium as determined in consultation with the UPDES Permit Writer.

WET Limits
fn" po."nt of effluent in the receiving water in a fully mixed condition, and acute and chronic

dilution in a not fully mixed condition are calculated in the WLA in order to generate WET

limits. The LCso (lethal concentation, 50%) percent effluent for acute toxicity and the IC25

(inhibition concentration,21%o)percent effluent for chronic toxicity, as determined by the WET

iest, needs to be below the WET limits, as determined by the WLA. The WET limit for LCso is

typically L}}%effluent and does not need to be determined by the WLA.

IC25 WET limits for outfall0ll should be based on63Yo effluent.
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Utah Division of lVater Quality
Wasteload Analysis
Ashley Valley \ilater Reclamation Facility
UPDES No. UT-0025348

Receiving Water Qualitv and Standards
The water quality standards for dissolved metals are dependent on hardness (total as CaCO3).
Based on DWQ monitoring data from Ashley Creek, the average hardness exceeds
400 mglL. Per Utah R3lT'2-14, a maximum hardness of 400 mg/L was used for determining the
dissolved metals criteria. Ambient conditions were estimated usìng monitoring data from esntey
Creek above Ashley Valley IùVWTP (2000-201l). The 80th percentile of obseñed
data was calculated, with one-half the reporting limit urs,r*èd for non-detects.

Effluent Limits
Effluent limits for conservative pollutants were determined using a mass balance mixing analysis
(UDWQ 2012). The hardness dependent conversion factors (CFjper UAC R3l7 -2-l4Table
2-I4-3aand Table 2.14.3b were used to translate the dissolved meìals eflluent limits to total
recoverable metals effluent limits, assuming a hardness of 400 mglL.Effluent limits are
presented in the'wasteload Addendum u'ith the following exceptions:

l) The receiving water is 303(d) listed for TDS, therefore, an acute limit of 1200 mg/l
applies.

2) The receiving water is 303(d) listed for Selenium, therefore, an acute limit of 20 ug/l
and a chronic limit of 4.6 ug/l applies (expressed as total recoverable).

3) The receiving water is 303(d) listed for Aluminum, therefore, * uut limit of 750
ug/l applies (expressed as total recoverable).

Antidegfadation Level I Review
The objective of the Level I ADR is to ensure the protection of existing uses, defined as the
beneficial uses attained in the receiving water on or after November Zl, tglS.No evidence is
known that the existing uses deviate from the designated beneficial uses for the receiving water.
Therefore, the benefici.al u¡e9 ytt ¡,r protected if ihe discharge remains below the WeBÞLs
presented in this wasteload. A Level II Antidegradation Review (ADR) is not required for this
discharge since the pollutant concentration and load is not increaàittg ,íd.. ttrir per-it renewal.

Documents:
WLA Document: AshleyValley _l(LADoc_3- I 6- I 6.doæ
Wasteload Analysis and Addendum: AshleyVal ley JØLA _3 - I 6- I 6.xtsm

References:
Utah Division of Water Quality. 2012. Utah llasteload Analysis Procedures Version L0.
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Utah Division of Water QualitY
Salt Lake Gity, Utah

WASTELOAD ANALYSIS IWLAI
Addendum¡ Statement of Basis
SUMMARY

Dlecharglng Facltlty: Ashley Valley
UPDES NO: UT.0025348
Current Flow: 4.70 MGD

Design Flow 4.70 MGD
Design Flow

Ashley Creek => Green Rlver
28,38,4

4.20 Summer (JulY-SePt)

4.2O Fall(Oct-Dec)
4.20 Winter (Jan-Mar)
4.20 Spring (Apr-June)

0.0 Average
740.0 Summer (July-Sept)

1058.0 Fall(Oct-Dec)
1149.0 Winter (Jan-Mar)

634.0 Spring (Apr-June)

Receivlng Water:
Stream Classification:
Stream Flows [cfs]:

Stream TDS Values:

Effluent Limits:
Flow, MGD:
BOD, mg/l:
Dissolved Oxygen, mg/l

4.70 MGD
25.0 Summer
4.0 Summer

20th Percentile
20th Percentile
20th Percentile
20th Percentile

Average
Average
Average
Average

WQ Standard:
Design Flow

5.0 lndicator
5.5 30 Day Average

TNH3, Chronic, mg/l:
TDS, mg/l:

ftlodeling Parameters:
Acute River Width:
Chronic River Width:

2.8 Summer
1465.7 Summer

50.0olo

100.0%

varies Function 01 pH ano I emperalure
1200.0

Level I Antldegradation LevelGompleted: Levelll Review not requlred.

Permit Writer:

WLA by:

WQM Sec. Approval:

TMDL Sec. Approval:

Date: 311612016
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Utah Division of Water Quality
Salt Lake City, Utah

WASTELOAD ANALYSTS IWLAI
Addendum: Statement of Basis

Facillties: Ashtey Valley
Discharging to: Ashley Creek => Green Rlver

l. lntroduction

l6-Mar-16
¡h00 PM

UPDES No: UT-002S348

THIS IS A DRAFT DOCUMENT

Wasteload analyses are performed to determine point source effluent limitations necessary to maintain designated
beneficial uses by evaluating projected effects of discharge concentrations on in-stream water quality. The
wasteload analysis also takes into account downstream designated uses [R317-2-g, uAcl. projected concen-
trations are compared to numeric water quality standards to determine acàeptability. The åntidãgradation
policy and procedures are also considered. The primary in-stream parameters of concern may inttude metals
(as a function of hardness), total dissolved solids (TDS), total residual chlorine (TRC), un-ionized ammonia (as a
function of pH and temperature, measured and evaluated interms of total ammònia),'and dissolved oxygen.

Mathematicalwater quality modeling is employed to determine stream quality response to point source discharges.
Models aid in the effort of anticipating stream quality at future effluent flows åt critìcal environmental conditions
(e.9., low stream flow, high temperature, high pH, etc).

The numeric criteria in thÍs wasteload analysis may always be modified by narrative criteria and other conditions
determined by staff of the Division of Water euality.

ll. Reêeiving Water and Stream Classification

Ashley Creek => Green River: 28, gB,4
Antidegradation Review: Level I review completed. Level ll review not required

lll. Numeric stream standards for protection of Aquatic wildlife

TotalAmmonía (TNH3) Varies as a function of Temperature and
pH Rebound. See Water Qualig Standards

Chronic Total Residuat Chlorine (TRC) 0.011 mg/l (4Day Average)
0.019 mg/l (1 HourAverage)

Chronic Dissolved Oxygen (DO) 5.50 mg/l (30 Day Average)
4.00 mg/l (7Day Average)
3.00 mg/l (1 Day Average

Maximum Total Dissolved Solids

Page2
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Utah Division of Water QualltY
Salt Lake C¡ty, Utah

Acute and Chronic Heavy Metals (Dissolved)

Parameter
4 Day Average (Chronic) Standard I Hour Average (Acute) Standard

Goncentratlon Load' Goncentration Loadt

Aluminum 87.00 ug/l**
Arsenic 190.00 ug/l

Cadmium 0.76 ug/l
Chromium lll 268.22 ugll
ChromiumVl 11.00 ug/l

Copper 30.50 ug/l
lron
Lead 18.58 ug/l

Mercury 0.0120 ug/l
Nickel 168.54 ug/l

Selenium 4.60 ug/l
Silver N/A ug/l
Zinc 387.83 ug/l

' Allowed below discharge

3,416
7.46',1

0.030
10.532
a.ß2
1.198

0.730
0.000
6.618
0.181

N/A
15.229

lbs/day
lbs/day
lbdday
lbs/day
lbs/day
lbs/day

lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day

750.00
340.00

8.73
5611.67

16.00
51.6E

1000.00
476.82

2.40
1515.91

20.00
41.07

387.83

29.450|bs/day
13.350 lbs/day
0.343 lbs/day

220.3491bs/day
0.628 lbs/day
2.029 lbs/day

39.266 lbs/day
18.723|bs/day
0.094 lbs/day

59.524|bs/day
0.785 lbs/day
1.613 lbs/day

15.229lbs/day

us/l
ug/l
u9/l
ug/l
ug/l
uøl
ug/l
udl
ug/l
ug/l
ug/l
ug/l
ug/l

**Chronic Aluminum standard applies only to waters with a pH < 7.0 and a Hardness < 50 mg/l as CaCO3

Metals Standards Based upon a Hardness of 400 mg/las GaCO3

Organlcs [Pestlcidesl
4 (Ghronic) Standard I Hour Average (Acute) Standard

Parameter
Aldrin

Chlordane
DDT, DDE

Dieldrin
Endosulfan

Endrin
Guthion

Heptachlor
Lindane

Methoxychlor
Mirex

Parathion
PCB'S

Pentachlorophenol
Toxephene

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ugn
ug/l
ug/l
ug/l
ug/l

0.004 ug/l
0.080 ug/l

0.004 ug/l
0.001 ug/l
0.002 ug/l
0.05ô ug/l
0.002 ug/l

0.014 ug/l
13.00 ug/l

0.0002 ug/l

1.500
1.200
0.550
1.250
0.110
0.090
0.010
0.260
1.000
0.030
0.010
0.040
2.000

20.000
0.7300

0.059 lbs/day
0.047 lbs/day
0.022 lbs/day
0.049 lbs/day
0.004 lbs/day
0.004 lbs/day
0.000 lbs/day
0.010 lbs/day
0.039 lbs/day
0.001 lbs/day
0.000 lbs/day
0.002 lbslday
0.079 lbs/day
0.785 lbs/day
0.029 lbs/day

0.266 lbs/day
0.062 lbs/day
0.117 lbs/day
3.462 lbs/day
0.142lbslday

0.235 lbs/day
4.946 lbs/day

0.866 lbs/day
803.766 lbs/day

0.012 lbs/day
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lV. Numeric Stream Standards for Protection of Agriculture
4 Day Average (Chronic) Standard

Goncentration Load'
Arsenic

Boron
Cadmium

Chromium
Gopper

Lead
Selenium

TDS, Summer

Utah Dlvision of Water Quality
Salt Lake Gity, Utah

lbs/day
lbs/day

I Hour Average (Acute) Standard
Goncentration Load*

100.0 ug/l tbs/day
750.0 ug/l tbs/day

10.0 ug/l 0.20 lbs/day
100.0 ug/l lbs/day
200.0 ug/l lbs/day
100.0 ug/l tbs/day
50.0 ug/l lbs/day

1200.0 mg/l 23.56 tons/day

v. Numerlc stream standards for Protection of Human Health (class îG waterc)

Metals
Arsenic
Barium

Cadmium
Chromium

Lead
Mercury

Selenium
Silver

Fluoride (3)
to

Nitrates as N

I Day Average (Ghronic) standard I Hour Average (Acutef standardGoncentratlon Load* Concenttet¡on Load*

Chlorophenoxy Herbicides
2,4-D

2,4,5-TP
Endrin

ocyclohexane (Lindane)
Methoxychlor

Toxaphene

Vl- Numorlc Stream Standards the Protection of Human Health from Water & Fish Gonsumption ftoxicsl

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day

Toxic Organics
Acenaphthene
Acrolein
Acrylonitrile
Benzene
Benzidine
Carbon tetrachloride
Chlorobenzene
1,2,4-Trichlorobenzene
Hexachlorobenzene
1,2-Dichloroethane

Class 1C

[2 Liters/Day for 70
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/t

lbs/day
lbslday
lbs/day
lbs/day
lbs/day
lbs/day

Maximum Gonc., ug/l - Acute Standards
Class 3A,38

Kg Person over 70 Yr.l [6.5 g for 70 Kg person over 70 yr.]
lbs/day 2700,0 ug/t 166.94 tbs/day
lbs/day 780.0 ug/t 48.23 tbs/day
lbs/day 0.7 ug/t 0.04 tbs/day
lbs/day 71.0 ug/t 4.39 lbs/day
lbs/day 0,0 ug/t 0.00 tbs/daylbs/day 4.4 ugil 0.27 tbs/daylbs/day 21000.0 ug/t 1298.39 lbs/day

ug/l
ug/l

0.00 lbs/day
6.12 lbs/day
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1 , I ,l -Trichloroethane
Hexachloroethane
1 ,1-Dichloroethane
1, 1,2-Trichloroethane
1, 1,2,2-T elr ach loroetha t

Chloroethane
Bis(2-chloroethyl) ether
2-Chloroethyl vinyl ether
2-Chloronaphthalene
2,4,6-Trichlorophenol
p-Chloro-m+resol
Chloroform (HM)
2-Chlorophenol
1,2-Dichlorobenzene
1,3-Dichlorobenzene
1,4-Dichlorobênzene
3,3'-Dichlorobenzidine
1 ,1 -Dichloroethylene
1, 2-trans-Dichloroethyle
2,4-Dichlorophenol
1,2-Dichloropropane
1,3-Dichloropropylene
2,4-Dimethylphenol
2,4-Dinitrotoluene
2,6-Dinitrotoluene
1,2-Diphenylhydrazine

Utah Division of Water Quality
Salt Lake City, Utah

lhs/day

lbs/day
lbs/day

lbs/day
lbs/day
lbs/day
lbs/day

2.60 lbs/day
0.68 lbs/day
0.00 lbs/day
0.09 lbs/day
0.00 lbs/day

265.86 lbs/day
0.40 lbs/day
0.00 lbs/day

29.06 lbs/day
24.73lbslday

1051.08 lbs/day
160.75 lbs/day
160.75 lbs/day

0.00 lbs/day
0.20 lbs/day
0.00 lbs/day

48.84 lbs/day
2.41 lbslday

105.11 lbs/day
142.20|bs/day

0.56 lbs/day
0.00 lbs/day
0.03 lbs/day

ug/l

ug/l
ug/l

ug/l
ug/l
ug/l
ug/l

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

8.9 ug/l 0.55 lbs/day

42.0
11.0
0.0
1.4
0.0

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

3.2
0.0

lbs/day
lbs/day
lbs/day
lbslday
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day

4300.0
6.5
0.0

470.0
400.0

17000.0
2600.0
2600.0

0.1

790.0
39.0

1700.0
2300.0

9.1

0.0
0.5

Fluoranthene
4-Chlorophenyl phenyl ether
4-Bromophenyl phenyl ether
Bis(2-chloroisopropyl) e'

Bis(2-chloroethoxy) met
Methylene chloride (HM

Methylchloride (HM)

Methyl bromide (HM)
Bromoform (HM)
Dichlorobromomethanet
Chlorodibromomethane
Hexachlorobutad iene(c)
H exachlorocyclopentadi
lsophorone
Naphthalene
Nitrobenzene
2-Nitrophenol
4-Nitrophenol
2,4-Dinitrophenol
4,6-Dinitro-ocresol
N-Nitrosodimethylamine
N-Nitrosod iphenylamine
N-Nitrosod i-n-propylami
Pentachlorophenol

1

ug/l

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

lbs/day 370.0 ug/l 22.88 lbs/day

lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day

lbs/day
lbs/day
lbs/day
lbs/day
lbslday
lbs/day
lbs/day
lbs/day
lbs/day

360,0
22.0
34.0
50.0

17000.0
600.0

170000.0 ug/l 10510.79 lbs/day
0.00 lbs/day

98.93 lbs/day
0.00 lbs/day
0.00 lbs/day

22.26lbslday
1.36 lbs/day
2,10 lbs/day
3.09 lbs/day

1051.08 lbs/day
37.10 lbs/day

'117.47 lbs/day
0.00 lbs/day
0.00 lbs/day

865.59 lbs/day
47.30 lbs/day

0.50 lbs/day
0.99 lbs/day
0.09 lbs/day
0.51 lbs/day

1

0.0
600.0

0.0
0.0

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

4000.0
765.0

1900.0
0.0
U-U

6.0
1.4
8.2

8.1

1
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Phenol
Bis(2-ethyl heryl)phthala
Butyl benzyl phthalate
Di-n-butyl phthalate
Di-n-oc$l phthlate
Diethyl phthalate
Dimethyl phthlate
Benzo(a)anthracene (Pr
Benzo(a)pyrene (PAH)
Benzo(b)fluoranthene (F

Benzo(k)fl uoranthene (F

Chrysene (PAH)
Acenaphthylene (PAH)
Anthracene (PAH)
Dibenzo(a, h)anthracene
lndeno( 1,2, 3-cd)pyrene
Pyrene (PAH)
Tetrachloroethylene
Toluene
Trichloroethylene
Vinylchloride

Pesticides
Aldrin
Dieldrin
Chlordane
4,4',-DDT
4,4'-DDE
4,4'-DDD
alpha-Endosulfan
beta-Endosulfan
Endosulfan sulfate
Endrin
Endrin aldehyde
Heptachlor
Heptachlor epoxide

PCB'g
PCB 1242 (Arochlor 122

PCB-1254 (Arochlor l2l
PCB-1221(Arochlor 12Í
PCB-1232 (Arochlor 12i
PCB-1248 (Arochlor 12¡
PCB-1260 (Arochlor 12(
PCB-í016 (Arochlor 10'

Pesticide
Toxaphene

Dloxin
Dioxin (2,3,7,8-TCDD)

Utah Division of Water Quatity
Salt Lake C¡ty, Utah

lbs/day
lbVday
lbs/day
lbs/day

lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day

lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day

lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day

lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day

ug/l
ug/l
ug/l
ug/l

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

ug/l
ug/l
ugll
ug/l
ug/l
ug/l
ug/l
ug/l

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

ug/l

ug/l

4.6E+06 ug/l
5.9 ug/l

5200.0 ug/l
12000.0 ug/l

8.9
200000

81.0
525.0

2,84E+05 tbs/day
0.36 lbs/day

321.51 lbs/day
741.94 lbs/day

120000.0 ug/l
2.9E+06 ug/l

0.0 ug/l
0.0 ug/l
0.0 ug/l
0.0 ug/l
0.0 ug/l

7419.38 lbs/day
1.79E+05 lbs/day

0.00 lbs/day
0.00 lbs/day
0.00 lbs/day
0.00 lbs/day
0.00 lbs/day

0.00 lbs/day
0.00 lbs/day
0.00 lbs/day

680.11 lbs/day
0.55 lbs/day

12365.63 lbs/day
5.01 lbs/day

32.46 lbs/day
lbs/day
lbs/day

0.00 lbs/day
0.00 lbs/day
0.00 lbs/day
0.00 lbs/day
0.00 lbs/day
0.00 lbs/day
0.12 lbs/day
0,f 2 lbs/day
0.12 lbs/day
0.05 lbs/day
0,05 lbs/day
0,00 lbs/day

0.0
0.0
0.0

000.011

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

0.0 ug/l
0,0 ug/l
0.0 ug/l
0.0 ug/l
0.0 ug/l
0.0 ug/l
2.0 ugll
2.0 ug/l
2.0 ug/l
0.8 ug/l
0.8 ug/l
0.0 ug/l

0.0 ug/l
0.0 ug/l
0.0 ug/l
0.0 ug/l
0.0 ug/l
0.0 ug/l
0.0 ug/l

0.0 ug/l

0.00 lbs/day
0.00 lbs/day
0.00 lbs/day
0.00 lbs/day
0.00 lbs/day
0.00 lbs/day
0.00 lbs/day
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Metals
Antimony
Arsenic
Asbestos
Beryllium
Cadmium
Chromium (lll)
Chromium (Vl)
Copper
Cyanide
Lead
Mercury
Nickel
Selenium
Silver
Thallium
Zinc

ug/l
ug/l
ug/l

Utah Division of Water Quality
Salt Lake Gity, Utah

lbs/day
lbs/day
lbdday

lbs/day
lbs/day

lbs/day
lbs/day

4300.00 ug/l

2.2E+05 ug/l

0.15 ug/l
4600.00 ug/l

6.30 ug/l

265.86 lbs/day

13602.19 lbs/day

0.01 lbs/day
2U.41lbs/day

0.39 lbs/day

ugll
ug/l

ug/l
ug/l

There are additional standarda that apply to this receiving Úater, but were not
considered ln this modelinglwaste load allocatlon analysis.

Vll. Mathematical Modeling of Stream Quallty

Model configuration was accomplished utilizing standard modeling procedures. Data points were
plotted and coefficients adjusted as required to match observed data as closely as possible.

The modeling approach used in this analysis included one or a combination of the following

models.

(1) The Utah River Model, Utah Division of Water Quality, 1992. Based upon STREAMDO lV
(Region Vlll) and SupplementalAmmonia Toxicity Models; EPA Region Vlll, Sept, 1990 and

QUAL2E (EPA, Athens, GA).

(2) Utah Ammonia/Chlorine Model, Utah Division of Water Quali$, 1992.

(3) AMMTOX Model, University of Colorado, Center of Limnology, and EPA Region 8

(4) Principles of Surface Water Quality Modeling and Control. Robert V. Thomann, et.al.

Harper Gollins Publisher, lnc. 1987, pp, 644.

Coefficients used in the modelwere based, in part, upon the following references:

(1) Rates, Constants, and Kinetics Formulations in Surface Water Quali$ Modeling. Environmen-

tal Research Laboratory, Office of Research and Development, U.S. EnvironmentalProtection

Agency, Athens Georgia. EPA/600/3-85/040 June 1985.
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Utah Division of Water Quality
Salt Lake Glty, Utah

(2) Principles of Surface Water Quality Modeling and Control. Robert V. Thomann, et.al.
Harper Collins Publisher, lnc. 1987, pp. 644.

Vlll. Modeling lnformation

The required information for the model may include the following information for both the
upstream conditions at low flow and the effluent conditions;

Flow, Q, (cfs or MGD)
Temperature, Deg.C.
pH
BODS, mg/l
Metals, ug/l

D.O. mg/l
Total Residual Chtorine (TRC), mg/l
TotalNH3-N, mg/l
Total Dissolved Solids (TDS), mg/t
Toxic Organics of Concem, ug/l

Other Gonditions

ln addition to the upstream and effluent conditions, the models require a variety of physical and
biological coefficients and other technical information. ln the process of actuaiy eitaütistring tne
permit limits for an effluent, values are used based upon the available data, model calibration,
literature values, site visitå and best professionaljudgement.
Model lnputs

The following is upstrËam and discharge information that was utilized as inputs for the analysis,
Dry washes are considered to have an upstream flow equal to the flow of the discharge.

Gurrent Upstream lnformation
Stream

Gritical Low
Flow

cfs
Summer (lrrig. Season) 4,2O

Falt 4.20
Winter 4.20
Spring 4.20

Dissolved
Metals

AllSeasons

Dissolved
Metals

AllSeasons

Temp.
Deg. C

18.2

5.0
3.1

'|3:7

As
ug/l

1.49

H9
ug/l

0.0000

Ni
ug/l

0.53*

pH

8.3
8.1
8,1

8.2

cd
ug/l

0.20

Se
ug/l

4.20

Crlll
ug/l

6.00

TRG

mg/l
0.00
0.00
0.00
0.00

Fe
ug/l

76.0

T.NH3
mg/l as N

0.06
0.06
0.08
0.16

BODS

CrVl
ug/l

6.00

DO

mgll
7.03

ug/l
2.40

Boron
ug/l

10.0

TDS

mg/l
740.0

1058.0
1149.0
634.0

Pb
ug/l

0.30

mg/l
1

1

1

1

00
00
00
00

CopperAI
ug/l

2.40

Ag
uøl
0.1*

Zn
ug/l

14.10 ,1I2MDL
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Utah Division of Water Quality
Salt Lake City, Utah

Projected Dlscharge Information

Season

Summer
Fall

Wlnter
Spring

WET Requirements

7.271 cfs
7.271 cts
7.271 cfs
7.271 cfs

LC50 > EOP Effluent
lC25 > 63.40/o Effluent

Flow, MGD

4.70000
4.70000
4.70000
4.70000

TDS TDS
mgll tons/day

533.00 10.4/,418

Temp.

19.8
15.1
8.5
14.2

All model numerical inputs, intermediate calculations, outputs and graphs are available for

discussion, inspection and copy at the Division of Water Quality.

lX. Effluent Llmltations

Current State water quelity standards are required to be met under a variety of conditions including

in-stream flows targeted to the 7day, l0-year low flow (R317-2'9).

Other conditions used in the modeling effort coincide with the environmential conditions expected

at low stream flows.

Effluent Limltation for Flow based upon Water Quality Standards

ln-stream criteria of downstream segments will be met with an effluent flow maximum value as follows

Season Daily Average

Summer
Fall
Winter
Spring

4.700 MGD
4.700 MGD
4.700 MGD
4.700 MGD

Flow Requirement or Loading Requirement
The calculations in this wasteload analysis utilize the maximum effluent discharge flow of 4.7 MGD. lf the

discharger is allowed to have a flow greate¡ than 4.7 MGD during 7Q10 conditions, and effluent limit

concentrations as indicated, then water quality standards will be violated. ln order to prevent this from occuring,

the permit writers must include the discharge flow limititation as indicated above; or, include loading effluent

limits in the permit.

Effluent Limitation for Whole Effluent Toxicity WET) based upon WET Policy

Effluent Toxicity will not occur in downstream segements if the values below are met.

fAcutel
[Chronicl
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Utah Division of Water Quallty
Salt Lake City, Utah

Efrluent Llmitation for Biologicat oxygen Demand (BoD) based upon water euality
Standards or Regulations

ln-stream criteria of downstream segments for Dissolved Oxygen will be met with an effluent BOD
limitation as follows:

Season Concentration

Summer 25.0 mg/las BODS
Fail 25.0 mg/tas BODS
Winter 2S.0 mg/las BOD5
spring 25.0 mg/las BoDS

Ellluent Llmitation for Dissolved Orygen (DO) based upon Water Quality Standards

ln-stream criteria of downstream segments for Dissolved Oxygen will be met with an eff[ient
D.O. limitation as follows:

Season Goncentration

Summer 4.00
Fall 4.00
Winter 4.00
Spring 4.00

Effluent Limltation for Total Ammonia based upon water euality standards

ln-stream criteria of downstream segments for Total Ammonia will be met with an effluent
limitation (expressed as TotalAmmonia as N) as follows:

Season
Concentratlon

979.8 lbs/day
979.8 lbs/day
979.8 lbs/day
979,8 lbs/day

Load

Summer

Fall

Winter

Spring

1

'l

1

Acute limit calculated with an Acute Zone of InitialDilution (ZlD) to be equatto i00.%.

4 Day Avg, - Chronic
1 Hour Avg. - Acute
4 Day Avg. - Chronic
1 HourAvg. - Acute
4 Day Avg. - Chronic
I Hour Avg. - Acute
4 Day Avg. - Chronic
1 HourAvg. - Acute

asN
asN
asN
asN
asN
asN
asN
asN

2.8 mg/l
0.7 mg/l
4.1 mgll
1.6 mg/l
5.8 mg/l
9.4 mg/l
3.9 mg/l
1.6 mg/l

109.3
419.3
162.1

456.0
227.2
760.6
154,3
456.0

lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
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Effluent Limitation for Total Residual Chlorine based upon Water Quality Standards

ln-stream criteria of downstream segments for Total Residual Chlorine will be met with an effluent

limitation as follows:

Season

Summer

Goncentration Load

Fall

4 Day Avg. - Chronic
1 Hour Avg. - Acute
4 Day Avg. - Chronic
1 Hour Avg. - Acute
4 Day Avg. - Chronic
1 Hour Avg. - Acute
4 Day Avg. - Chronic
1 Hour Avg. - Acute

Maximum, Acute
Maximum, Acute
Maximum, Acute
4 Day Avg. - Chronic

0.017 mg/l
0.029 mg/l
0.017 mg/l
0.029 mg/l
0.017 mg/l
0.029 mg/l
0.017 mg/l
0.029 mg/l

lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day
lbs/day

0.66
1.15
0.ô6
1.15
0.6ô
1.15
0.00
0.00

Spring

Effluent Limitations for Total Diseolved Solids based upon Water Quality Standards

Season Goncentratlon

Winter

Summer
Fall
Winter
Spring

1465.7
1282.0
1229.5
1526.9

mg/l
mg/l
mg/l
mg/l

Load

28.72
25.12
24.09
29.92

tons/day
tons/day
tons/day
tons/day

Colorado Salinity Forum Limits Determined by Permitting Section

Effluent Limitation¡ for Total Recoverable Metals based upon
Water Quality Standards

ln-stream criteria of downstream segments for Dissolved Metals will be met with an effluent

limitation as follows (based upon a hardness of 400 mg/l):

4 Day Average
Goncentration Load

N/A
7.6 lbs/day
0.0 lbs/day

10.6 lbs/day
0.4 lbs/day
1.2 lbs/day

N/A
0.7 lbs/day
0,0 lbs/day
6.7 lbs/day
0.1 lbs/day
N/A lbs/day

I Hour Average
Goncentration Load

Aluminum*
Arsenic*

Cadmium
Chromium lll

Chromium Vl*
Copper

lron*
Lead

Mercury*
Nickel

Selenium*
Silver

965.9
437.8

11.2
7,230.7

18.9
65.9

1,266.9
614.4

3.1

1,953.5
24.6
52.9

37.9 lbs/day
17.2lbslday
0,4 lbs/day

283.9 lbs/day
0.7 lbs/day
2.6 lbs/day

49.7 lbs/day
24.1 lbslday
0.1 lbs/day

76.7 lbs/day
1.0 lbs/day
2,1 lbs/day

N/A
298.89 ug/l

1.08 ug/l
419.69 ug/l

13.89 ug/l
46.73 ug/l

N/A
29.14 ugll

ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l
ug/l

0.02 ug/l
265.44 ugll

4.83 ug/l
N/A ug/l
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Zinc
Cyanide*

Summer
Fall

Winter
Spring

603.71 ug/l
8.20 ug/l

Deg
Deg
Deg

Utah Divlslon of Water Quality
Salt Lake Clty, Utah

15.3 lbs/day
0.2 lblday

495.8
28.4

I Hour Average
Concentration

ug/l
ug/l

19.5 lbs/day
1.1 lbs/day

Load

*Limits for the'se metals are based on the dissolved standard.

Effluent Limitations for HeaUTemperature based upon
Water Quality Standards

8.2
6.3

16.9 Deg.

Eflluent Llmltations for Organics [Pesticidesl
Based upon Water Quality Standards

ln-stream criteria of downstream segments for organics [pesticides]
will be met with an effluent limit as follows:

21.4 70.4 Deg.
46.7 Deg.
43.3 Deg.
62.3 Deg.

c.
c.
c.
c.

F
F

F
F

4 Day Average
Goncentration

Aldrin
Chlordane
DDT, DDE

Dieldrin
Endosulfan

Endrin
Guthion

Heptachlor
Líndane

Methoxychlor
Mirex

Parathion
PCB'S

Pentachlorophenol
Toxephene

4.30E-03 ug/l
1.00E-03 ug/l
1.90E-03 ug/l
5.608-02 ug/l
2.30E-03 ug/l
0.008+QQ ug¡
3.80E-03 ug/l
8.00E-02 ug/l
0.00E+00 us/l
0.00E+00 ug/l
0.00E+00 ug/l
1.40E-02 ug/l
1.30E+01 ug/l
2.00E-04 ug/l

Load

1.69E-01 lbs/day
3.92F{,2|bs/day
7.458-02lbs/day
2.19E+00 lbtday
9.01E-02 lbs/day
0.00E+00 lbs/day
1.49E-01 lbs/day

3.14E+00 lbs/day
0.00E+00 lbs/day
0.00E+00 lbs/day
0.00E+00 lbs/day
5.49E-01 lbs/day
5.09E+02 lbs/day
7.84E-03 lbs/day

ug/l 9.11E-02 lbs/day
ug/l 7.298-02 tbs/day
ug/l 3.348-02 lbs/day
ug/l 7.59E-02 lbs/day
ug/l 6.68E-03 lbs/day
ug/l 5.47E-03 lbs/day
ug/l 6.07E-04 lbs/day
ug/l 1.58E-02 lbs/day
ug/l 6.07E-02 lbs/day
ug/l 1.82E-03 lbs/day
ug/l 6.07E-04 lbs/day
ug/l 2.43E-03 lbs/day
ug/l 1.218-01 lbs/day
ug/l 1.21Fe+00lbs/day
ug/l 4.438-02lbs/day

1.5E+00
1.2E+00
5.5E-01
1.3E+00
1.1E-01
9.0E-02
1.0E-02
2.6E-01
f .0E+00
3.0E-02
1.08{2
4.0E-02
2.0E+00
2.0E+01
7.38-01
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Effluent Targets for Pollution lndicators
Based upon Water Quality Standards

ln-stream criteria of downstream segments for Pollution lndicators

will be met with an effluent limit as follows:

Gross Bet¡a (pOi/l)

BOD (mg/l)

Nitrates as N
Total Phosphorus as P
TotalSuspended Solids

I Hour Average
Concentration Loading

50.0 pCÍ/L
5.0 mg/l
4.0 mg/l

0.05 mg/l
90.0 mg/l

Note: Pollution indioator targets are for information purposes only

Eflluent Llmitatione for Protection of Human Health ffoxics Rulel
Based upon Water Quallty Standards (Most stringent of lG or 3A & 38 as appropriate.)

ln-stream criteria of downstream segments for Protection of Human Health [Toxics]
will be met with an effluent limit as follows:

Maximum Concentratlon
Goncentration Load

Toxic Organics
Acenaphthene
Acrolein
Acrylonitrile
Benzene
Benzidine
Carbon tetrachloride
Ghlorobenzene
1,2,4-Trichlorobenzene
Hexachlorobenzene
1,2-Dichloroethane
1 ,1 , 1-Trichloroethane
Hexachloroethane
1,1-Dichloroethane
1, 1,2-Trichloroethane
1, 1,2,2-T etr ach loroeth a n e
Chloroethane
Bis(2-chloroethyl) ether
2-Chloroethyl vinyl ether
2-Chloronaphthalene
2,4,6-Trichlorophenol
p-Chloro-m-cresol

Chloroform (HM)
2-Chlorophenol
1,2-Dichlorobenzene
1,3-Dichlorobenzene

1.40E+01 ug/l 5.50E-01 lbs/day

2.2'lE+00 ug/l 8.668-02 lbs/day

4.26E+03 ug/l
1.23E+03 ug/l
1.04E+00 ug/l
1.128+02 ugll

ug/l
6.94E+00 ug/l
3.31E+04 ug/l

1.218-03 ug/l
1.56E+02 ug/l

6.63E+01 ug/l
1.74E+01 ug/l

6.78E+03 ug/l
1.03E+0'1 ug/l

7.418+02 ugll
6.31E+02 ug/l
2.68E+04 ug/l
4.10E+03 ug/l

196.3 lbs/day
157.1 lbs/day

2.0 lbs/day
3534.0 lbs/day

1.67E+02lbs/day
4.92E+01 lbs/day
4.08E-02 lbs/day
4.39E+00 lbs/day

lbs/day
2.72E.-01lbs/day
1.30E+03 lbs/day

4.768-05lbs/day
6.12E+00 lbs/day

2.60E+00 lbs/day
6.80E-01 lbs/day

2.668+02lbs/day
4.02F-01lbs/day

2.91E+01 lbs/day
2.478+01lbs/day
1.05E+03 lbs/day
1.61E+02 lbs/day
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1,4-Dichlorobenzene
3, 3'-Dichlorobenzid ine
1,1-Dichloroethylene
1,2-trans-Dich loroethylene 1

2,4-Dichlorophenol
1,2-Dichloropropane
1,3-Dichloropropylene
2,4-Dimethylphenol
2,4-Dinitrotoluene
2,6-Dinitrotoluene
1,2-Diphenylhyd razine
Ethylbenzene
Fluoranthene
4-Chlorophenyl phenyt ether
4-Bromophenyl phenyl ether
Bis(2-chloroisopropyl) ether
Bis(2-chloroethoxy) methane
Methylene chloride (HM)
Methylchloride (HM)
Methylbromide (HM)
Bromoform (HM)
Dichlorobromomethane(HM)
Chlorodibromomethane (HM)
Hexach lorocyclopentadiene
lsophorone
Naphthalene
Nitrobenzene
2-Nitrophenol
4-Nitrophenol
2,4-Dinitrophenol
4,6-Dinitro-o-cresol
N-Nitrosodimethylam ine
N-Nitrosodiphenylam ine
N-Nitrosodi-n-propylam ine
Pentachlorophenol
Phenol
Bis(2-ethylhexyl)phthalate
Butyl benzylphthalate
Di-n-butyl phthalate
Di-n-octyl phthlate
Diethyl phthalate
Dimethyl phthlate
Benzo(a)anthracene (PAH)
Benzo(a)pyrene (PAH)
Benzo(b)fluoranthene (PAH)
Benzo(k)fluoranthene (PAH)
Chrysene (PAH)
Acenaphthylene (PAH)
Anthracene (PAH)
Dibenzo(a, h)anth racene (PAH )
Indeno(1,2,3-cd)pyrene (PAH)

4.10E+03 ug/l
1.2'lE-01 ugll

5.05E+00 ug/l

1,25E+03 ug/l
6.'l5E+01 ug/l
2.68E+03 ug/l
3.63E+03 ug/l
1A48+O1 ugil

8.52E-01 ug/l
4.58E+04 ug/l
5.848+Q! ug¡

2.68E+05 ug/l

2.528+03 ug/l

5.68E+02 ug/l
3.47E+01 ug/t
5.36E+01 ugll
2.68E+04 ug/l
9.47E+02 ug/l

1.61E+02 lbs/day
4.76E-03 lbs/day
1.98E-01 lbs/day

4.88E+01 lbs/day
2.4',1E+00 lbs/day
1.05E+02 tbs/day
1.42E+02lbs/day
5.63E-01 lbs/day

3.348-02 lbs/day
1.79E+03 lbs/day
2.298+01lbs/day

1.05E+04 lbs/day

9.89E+01 lbs/day

2.23.E+01tbs/day
1.368+00 tbs/day
2.10E+00 lbs/day
1.05E+03 lbs/day
3.71E+01 lbs/day

8.66E+02 lbs/day
4.73E+01 tbs/day
5,01E-01 lbs/day
9.89E-01 lbs/day
8.68E-02 lbs/day
5.07E-01 lbs/day
2.84E+05 lbs/day
3.65E-01 lbs/day
3.228+O2lbs/day
7.42E+02lbs/day

7.428+03 lbs/day
1.798+05 lbs/day
1.92E-03 lbs/day
1.92E-03 lbs/day
L928-03 lbs/day
1.92E-03 lbs/day
1.92E-03 lbs/day

1.92E-03 lbs/day
1.92E-03 lbs/day

3.00E+03 ug/l 1.178+O2 tbs/day

2218+04 ugtt
1,21E+03 ug/l
1.28E+01 ug/l
2.528+01 ugll
2.21E+00 ugll
1.29E+01 ug/l
7.26E+06 ug/l
9.318+00 ug/l
8.20E+03 ug/l
1.89E+04 ugtt

1.89E+Q5 ug¡
4.58E+06 ug/l
4.89E-02 ug/l
4.89E-02 ug/l
4.89E-02 ug/l
4.89E-02 ug/l
4.89E-02 ug/l

4.89E-02 ug/l
4.89E-02 ug/l
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Pyrene (PAH)
Tetrachloroethylene
Toluene
Trichloroethylene
Vinylchloride

Pe¡ticides
Aldrin
Dieldrin
Chlordane
4,4'-DDT
4,4'-DDE
4,4'-DDD
alpha-Endosulfan
beta-Endosulfan
Endosulfan sulfate
Endrin
Endrin aldehyde
Heptachlor
Heptachlor epoxide

PCB's
PCB 1242 (Arochlor 1242)
PCB-1254 (Arochlor 1 254)
PCB-1221 (Arochlor 1221 )
P CB-1232 (Arochlor 1 232)
PCB-1248 (Arochlor 1 248)
PCB-1260 (Arochlor 1260)

PCB-1016 (Arochlor 1016)

Pesticide
Toxaphene

1.748+04 ugll
1.40E+Qt .trg/l
3.16E+05 ug/l
1.288+02 ugll
8.28E+02 ug/l

6.80E+02 lbs/day
5.508-01 lbs/day
1.24E+04lbs/day
5.01E+00 lbs/day
3.25E+01 lbs/day

8.66E-06 lbs/day
8.66E-06 lbs/day
3.65E-05 lbs/day
3.65E-05 lbs/day
3.65E-05 lbs/day
5.19E-05 lbs/day
1.24E-O1 lbs/day
1.24F--O'l lbs/day
1.248-0'l lbs/day
5.01E-02 lbs/day
5.01E-02 lbs/day
1.30E-05 lbs/day

2.78E-06lbs/day
2.78E-06 lbs/day
2.78E-06 lbs/day
2.78E-06 lbs/day
2.78E-06 lbs/day
2.78E-06 lbs/day
2.78E-06 lbs/day

2.21E-04 ugll
2.21E-04 ugll
9.31E-04 ug/l
9.31E-04 ug/l
9.31E-04 ug/l
1.33E-03 ug/l

3,16E+00 ug/l
3.168+00 ug/l
3.16E+00 ug/l
1.28E+00 ug/l
1.28E+00 ug/l
3.31E-04 ug/l

7.108-05 ug/l
7.10E-05 ug/l
7.10E-05 ug/l
7.10E-05 ug/l
7.10E-05 ug/l
7.108-05 ug/l
7.10E-05 ug/l

illetals
Antimony
Arsenic
Asbestos
Beryllium
Cadmium
Chromium (lll)
Chromium (Vl)
Copper
Cyanide
Lead
Mercury
Nickel
Selenium
Silver
Thallium
Zinc

1.18E-03 ug/l 4.648-05 lbs/day

lbs/day
lbs/day
lbs/day

lbs/day
lbs/day

lbs/day
lbs/day

ug/l
ug/l
ug/l

ug/l
ug/l

ug/l
ug/l

ug/l
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Dioxin
Dioxin (2,3,7,8-TCDD)

Metals Effluent Limitations for Protection of All Beneficiat Uses
Based upon Water Quallty Standards and Toxics Rule

2.21E-OB ugll 8.66E-10 lbs/day

Aluminum
Antimony

Arsenic
Barium

Beryllium
Cadmium

Chromium (lll)
Chromium (Vl)

Copper
Cyanide

lron
Lead

Mercury
Nickel

Selenium
Silver

Thallium
Zinc

Boron

Class 4
Acute

Agricultural
ugrl

Glass 3
Acute

Aquatlc .

Wildlifo
ugll

965.9

Acute
Toxics

Drinking
Water

Source
ugll

Acute
Toxlcs
Wlldlife

ugtl

6783.9

0,24
7257.2

9.9

WLA Chronlc
ugtl

N/A

298.9

1.1

420
13.9
46.7

lG Acute
Health
Grlteria

ug/l

Acute
Most

Stringent
ug/l

965.9
6783.9

157.8
0.0
0.0

11.2
7230.7

18.89
65.9
28.4

1266.9
157.6
0.24

1953.5
24.6
52.9
9,9

495.8
1183.1

Class 3
Chronic
Aquatic
Wildlife

ug/l

298.9

1.1

419.7
13.89

46.7
8.2

29.1
0,019
265.4

4.8

603.7

N/A

157.8 437.8

15.7

0.0

154.3
314.1

157.6

76.5

1183.1

11.2
7230.7

18.9
65.9
28.4

1266.9
614.4

3.09
1953.5

24.6
52.9

347081.9

0.0
0.0
0.0

0.0
0.0

0.0
0.0

summary Effluent Limitations for Metals [wasteload Allocation, TMDLI
[lf Acute is more stringent than ChronÍc, then the Chronic takes on the Acute value.J

Aluminum
Antimony

Arsenic
Asbestos

Barium
Beryllium
Cadmium

Chromium (lll)
Chromium (Vl)

Copper

495.8

WLA Acute
ug/l

965.9
6783.87

157.8
0.00E+00

11.2
7230.7

18.9
65.9

Acute Controls

Page 16



Utah Divleion of Water Quality
Salt Lake Gity, Utah

Cyanide
lron

Lead
Mercury

Nickel
Selenium

Silver
Thallium

Zinc
Boron

28.4
'1266.9

157.6
0.237

1953.5
24.6
52.9
9.9

495.8
1183.09

8.2

29.1
0.019

265
4.8
N/A

603.7 Acute Controls

Other Effluent Limitations are based upon R317-1.
E. coli 126.0 organisms Per 100 ml

X. Antldegradatlon Conslderations

The Utah Antidegradation Policy allows for degradation of existing quality where it is determined

that such lowering of water quality is necessary to accommodate important economic or social

development in the area in which the waters are protected [R317-2-31. lt has been determined that
certiain chemical parameters introduced by this discharge will cause an increase of the concentration of
said pararneters in the receiving waters. Under no conditions will the increase in concentration be

allowed to interfere with existing instream water uses.

The antidegradation rules and procedures allow for modification of effluent limits less than those based

strictly upon mass balance equations utilizing 100% of the assimilative capacity of the receiving water.

Additionalfactors include considerations for "Blue-ribbon" fisheries, special recreational areas,

threatened and endangered species, and drinking water sources.

An Antidegradation Level I Review was conductad on this discharge and its effect on the

receiving water. Based upon that review, it has been determined that an

Antidegradation Level ll Review is not required. Basic renewal, no increase in effluent flow or concentration.

Xl. Colorado Rlver Salinity Forum Gonsiderations

Discharges in the Colorado River Basin are required to have their discharge at a TDS loading

of less than 1.00 tons/day unless certain exemptions apply. Refer to the Forum's Guidelines

for additional information allowing for an exceedence of this value.

Xll. Summary Comments

The mathematical modeling and best professionaljudgement indicate that violations of receiving

water beneficíal uses with their associated water quality standards, including important down-

stream segments, will not occur for the evaluated parameters of concern as discussed above if the

effluent limitations indicated above are met.
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Xlll. Notlce of UPDES Requlrement

This Addendum to the Statement of Basis does not authorize any entity or party to discharge to the
waters of the State of Utah. That authority ¡s granted through a UPDES permit issueO by tnl Utah
Division of Water Quality. The numbers presented here may be changed as a function ót other
factors. Dischargers are strongly urged to contact the Permits Section for further information.
Permit wrlters may utilize other information to adjust these limits and/or to determine other limits
based upon best available technology and other considerations provided that the values in this
wasteload analysis ffMDLl are not compromised. See special provisions in Utah Water euality
Standards for adjustments in the Total Dissolved SolÍds values based upon background concentration.
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Antideoredation Review

An antldegradation revlew (ADR) was conducted to determlne whether the proposod actlvlty complies wlth the
applicable antidegradatlon requlrementE for recelvlng waters that may be allected. The Level I ADR evaluated
the criteria of R317.2{.5(b} and determined that the proposed discharge will not requlre a Level ll Antidegradation
Revlew. The proposed permlt ls a slmple renewal. No increase in effluentflow or concentntion.
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